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Dear customers,

We are pleased to present the latest, expanded edition of the commercial 
catalogue of our products. The concept of the catalogue is such that it 
should provide a simple and clear overview of the production program of 
Rafinerija Nafte a.d. Beograd.
Rafinerija Nafte a.d. Beograd is the oldest firm in the country for 
manufacturing lubricants and other products based on petroleum and its 
derivatives, and various fluids that are applied in all branches of industry.
During the 82 years of operation, a large number of experts gave their 
contribution to the development of the work process and products, 
maintaining a high quality level, providing constant technical assistance 
to clients, cooperation, informing and other activities aimed at nurturing 
the existing relations and broadening and realization of potentials.
Rafinerija Nafte a.d. Beograd has modern production equipment and an 
accredited laboratory for controlling the lubricants’ quality. We would 
especially like to mention that it is the only company in this part of Europe 
with a plant for the re-refining of waste oils, which represents a significant 
contribution to preserving the environment. The Rafinerija’s top experts 
quickly and professionally meet all the demands of our consumers, 
including the development and creation of completely new products, in 
keeping with the special demands or new technologies and new times. 
The result is a series of awards which the Rafinerija has won throughout 
its existence, and the latest are the following:

•	 Award for the Galax brand in the drive „Best Brands of Serbia“
•	 „Sign of Quality“
•	 The prestigious „Global Quality Management“ award given to the 

management of the Rafinerija
•	 Award of the Serbian Chamber of Commerce and Media Invent in the 

drive „Partners and Friends“
•	 The „Business Partner“ award of the Mass Media International agency
•	 „Oscar of Champions“
•	 „Golden Plaque for the Successful Privatization and Return on the 

Market“
•	 Winners’ Cup and five Great Gold Medals for exceptional quality of 

engine and hydraulic oils at the 2017 International Agricultural Fair in 
Novi Sad

Sincerely yours,
Rafinerija Nafte a.d. Belgrade
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Color of the cap

Color of the canister

 Korsantin

 �Korsantin Long Life, 
Ditaktol Ultra, Ditaktol Ultra Sint

 AT-2, AT-4 

 Other products

 Products with grey caps 

 �Products with blue, red and 
green caps

•	 Name of product

•	 Marking of viscosity grade

•	 Product description

•	 Visual presentation of 
an example of field of 
application

Label

PACKAGING AND LABELS
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Synthetic oils

Semi-synthetic oils

Mineral oils and other

Color palette for labels

•	 Product name

•	 Description of application

•	 Specifications and 
approvals

•	 Hazard markings and 
description

•	 Type of packaging

•	 Manufacturer

•	 QR code

Label (back)
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GALAX SYNTEC Low SAPS is a superior synthetic 
engine oil, intended for lubricating the most 
recent gasoline and diesel engines (manufactured 
after 2000), such as turbocharged, engines with 
intercooler, direct fuel injection, multi-valve systems 
and exhaust gas after treatment systems (EGR, SCR, 
DPF), which meet the EURO 4, 5 and 6 emission 
requirements.

API SN/CF;
ACEA C3-12;
MB 229.51;

BMW LL-04;
VW 504 00/507 00; 
PORSCHE C30

TYPICAL CHARACTERISTICS
GALAX SYNTEC Low SAPS

SAE grade 5W-30 5W-40

Appearance Clear liquid

Viscosity (100°C), mm2/s 12.0 14.0

Viscosity (-30°C), mPa·s 6600

Viscosity index 170 160

Flash point, °C 210

Pour point, °C -36

TBN, mg KOH/g 6.5

PACKAGING: 1L, 4L, 200L

GALAX SYNTEC
Low SAPS

 ENGINE OILS FOR FOUR-STROKE INTERNAL 
COMBUSTION ENGINES

 OILS FOR PASSENGER VEHICLES
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TYPICAL CHARACTERISTICS
GALAX SYNTEC

SAE grade 5W-30

Appearance Clear liquid

Viscosity (100°C), mm2/s 11.0

Viscosity (-30°C), mPa·s 5800

Viscosity index 170

Flash point, °C 220

Pour point, °C -36

TBN, mg KOH/g 9.5

PACKAGING: 1L, 4L, 200L

API SN/SM/SL/CF;
A3/B4-10;
A5/B5-10;
MB 229.3/229.5;

BMW LL-01;
VW 502 00/505 00;
OPEL GM LL-B-025 A/B

GALAX SYNTEC is a superior synthetic engine oil, 
intended for lubricating the most recent gasoline and 
diesel engines (manufactured after 2000), such as 
turbocharged, engines with intercooler, direct fuel 
injection, multi-valve systems and catalyst.

GALAX SYNTEC
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API SN/CF;
ACEA 2012 C1/C2/C3/C4; A5/B5
Jaguar Land Rover ST JLR.03.5005

GALAX Low SAPS SUPERIOR is a superior synthetic 
engine oil, intended for lubricating the most 
recent gasoline and diesel engines (manufactured 
after 2000), such as turbocharged, engines with 
intercooler, direct fuel injection, multi-valve systems 
and catalyst.

GALAX Low SAPS SUPERIOR

TYPICAL CHARACTERISTICS
GALAX Low SAPS SUPERIOR

SAE grade 5W-30

Appearance Clear liquid

Viscosity (100°C), mm2/s 12.0

Viscosity (-30°C), mPa·s 6600

Viscosity index 155

Flash point, °C 210

Pour point, °C -35

Volatility (Noack), w.% 10

Sulphated ash, % max. 0.5

PACKAGING: 1L, 4L, 200L
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API SN/SM/SL/CF;
ACEA C3-12;
MB 229.51;
VW 502 00/505 01;
GM/Opel Dexos 2;
BMW LL-04;
PORSCHE A40 

GALAX TDI 505 01 is a synthetic multigrade engine 
oil intended for lubricating modern diesel engines 
of passenger vehicles of the VW Group (VW, Audi, 
Seat, Skoda), such as turbocharged, engines with 
intercooler, direct fuel injection, multi-valve systems 
and exhaust gas after treatment systems (EGR, SCR, 
DPF), which meet the EURO 4, 5 and 6 emission 
requirements.

GALAX TDI 505 01

TYPICAL CHARACTERISTICS
GALAX TDI 505 01

SAE grade 5W-40

Appearance Clear liquid

Density, kg/m3 851

Viscosity (100°C), mm2/s 14.0

Viscosity (-30°C), mPa·s 5800

Viscosity index 165

Flash point, °C 220

Pour point, °C -30

Volatility (Noack), w.% 10

PACKAGING: 1L, 4L, 10L, 200L
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API SN/SM/SL/CF; ACEA C3-12; MB 229.51/229.52;
VW 502 00/505 01; GM/OPEL DEXOS 2; BMW LL-04; 
PORSCHE A40; FIAT 9.555-S2

GALAX RACING PLUS is a superior multigrade fully 
synthetic engine oil, intended for lubricating the latest 
gasoline and diesel engines of passenger vehicles 
(manufactured after 2004), such as turbocharged, 
engines with intercooler, direct fuel injection, multi-
valve systems and exhaust gas after treatment 
systems (EGR, SCR, DPF), which meet the EURO 4, 5 
and 6 emission requirements.

TYPICAL CHARACTERISTICS
GALAX RACING PLUS 

SAE grade 5W–30 5W–40

Appearance Clear liquid

Viscosity (100°C), mm2/s 11.5 13.8

Viscosity (-30°C), mPa·s 5600

Viscosity index 170 165

Flash point, °C 210 220

Pour point, °C -36 -27

TBN, mg KOH/g 7.2

PACKAGING: 1L, 4L, 200L

GALAX RACING PLUS
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AE 5W-40: API SN/SM/SL; ACEA A3/B4-12; 
MB 229.3/229.5/226.5; BMW LL-01; VW 502 00/505 00; 
OPEL GM LL-B-025; RN 0700/0710; PSA B712296; 
PORSCHE A40;

SAE 10W-40: API SN/SM/SL; 
ACEA A3/B4-12; MB 229.3; 
VW 502 00/505 00

GALAX RACING is a supreme synthetic engine oil, 
intended for lubricating all types of the most recent 
gasoline and diesel engines of passenger vehicles 
(manufactured after 2001), including turbocharged, 
engines with intercooler, direct fuel injection, catalysts 
and multi-valve systems.

TYPICAL CHARACTERISTICS
GALAX RACING 

SAE grade 5W-40 10W-40

Appearance Clear liquid

Viscosity (100°C), mm2/s 13.8 14.0

Viscosity (-30°C), (-25°C)*, mPa·s 5800 6500*

Viscosity index 165 150

Flash point, °C 220 220

Pour point, °C - 36 - 27

TBN, mg KOH/g 9.0

PACKAGING: 1L, 4L, 200L

GALAX RACING
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GALAX SINT 505 is a supreme multigrade engine 
oil, intended for lubricating the latest gasoline and 
diesel engines of passenger vehicles, including 
turbocharged, engines with intercooler, multi-valve 
systems, catalysts, etc. It is particularly recommended 
for passenger vehicles made by the VW Group. 
GALAX SINT 505 SAE 5W-40 is a fully synthetic 
oil, while GALAX SINT 505 SAE 10W-40 is a semi-
synthetic oil. 

GALAX SINT 505

SAE 5W-40: 
ACEA A3/B4-12; 
API SN/SM/SL/CF; 
MB 226.5/229.3/229.5; 
VW 502 00/505 00; 
GM OPEL LL-B-025; 
PORSCHE A40

SAE 10W-40: 
ACEA A3/B4-12; 
API SN/SM/SL/CF; 
MB 229.3; 
VW 502 00/505 00; 
RENAULT RN 0700

TYPICAL CHARACTERISTICS
GALAX SINT 505

SAE grade 5W-40 10W-40

Appearance Clear liquid

Density, kg/m3 852

Viscosity (100°C), mm2/s 13.8 14.0

Viscosity (-30°C), (-25°C)*, mPa·s 6600 7000

Viscosity index 165 155

Flash point, °C 220 225

Pour point, °C -35 -27

Volatility (Noack), % 10.5 13.0

PACKAGING: 1L, 4L, 200L
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API SL/CF; 
ACEA A3/B3-98/B4-02; 
A3/B4-04; 
E3/E7; MB 229.1; 
VW 505 00/500 00/501 01 

GALAX SINT is a superior semi-synthetic multigrade 
engine oil, intended for lubricating modern 
gasoline and diesel engines of passenger vehicles 
(manufactured after 1998), such as turbocharged, 
engines with intercooler, direct fuel injection, multi-
valve systems and catalyst.

TYPICAL CHARACTERISTICS
GALAX SINT

SAE grade 10W-40 15W-40 15W-50

Appearance Clear liquid

Viscosity (100°C), mm2/s 14.0 14.3 19.0

Viscosity (-25°C), (-20°C)*, mPa·s 6000 6500* 6700*

Viscosity index 140 140 135

Flash point, °C 210 225 225

Pour point, °C -30 -27 -25

TBN, mg KOH/g 7.8

PACKAGING: 1L, 4L, 200L

GALAX SINT
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ACEA A3/B3-04; 
API SL/CF; 
MB 229.1; 
VW 500 00/501 01/505 00

GALAX TAXI is a semi-synthetic multigrade engine oil, 
intended for lubricating modern gasoline and diesel 
engines of passenger vehicles, such as turbocharged, 
engines with intercooler, direct fuel injection, multi-
valve systems and catalyst.

GALAX TAXI

TYPICAL CHARACTERISTICS
GALAX TAXI

SAE grade 10W-40

Appearance Clear liquid

Viscosity (100°C), mm2/s 14.0

Viscosity (-25°C), mPa·s 6400

Viscosity index 140

Flash point, °C 210

Pour point, °C -27

Foaming, mL
- Seq. I – 24°C
- Seq. II – 94°C
- Seq. III – 24°C

10/0
50/0
10/0

PACKAGING: 1L, 4L, 200L
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API SL/CF; 
ACEA A3/B4-04; 
A3/B3-04; MB 229.1; 
VW 501 01/505 00

GALAX GLX 5 is a mineral multigrade engine oil, 
intended for lubricating modern high-performance 
gasoline and diesel engines of passenger vehicles, 
which operate in various conditions.

GALAX GLX 5

TYPICAL CHARACTERISTICS
GALAX GLX 5

SAE grade 15W-40 20W-50

Appearance Clear liquid

Viscosity (100°C), mm2/s 14.0 18.5

Viscosity index 135 125

Flash point, °C 215 220

Pour point, °C -27 -25

TBN, mg KOH/g 8.0

PACKAGING: 1L, 4L, 200L
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API SL/CF; 
ACEA A3/B4-04; 
A3/B3-04; MB 229.1; 
VW 501 01/505 00 

GALAX GAS is a special mineral multigrade engine oil, 
intended for lubricating gasoline engines of passenger 
vehicles which use LPG (liquefied petroleum gas) and 
gasoline as fuel.

GALAX GAS 

TYPICAL CHARACTERISTICS
GALAX GAS

SAE grade 15W-40 20W-50

Appearance Clear liquid

Viscosity (100°C), mm2/s 14.5 19.0

Viscosity index 135 125

Flash point, °C 215 220

Pour point, °C -27 -25

TBN, mg KOH/g 8.0

PACKAGING: 1L, 4L, 200L
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API SF/CC; 
FIAT 9.55535 

GALAX GLX 2 is a mineral multigrade engine oil 
intended for lubricating older generations of gasoline 
engines (manufactured before 1986).

GALAX GLX 2

TYPICAL CHARACTERISTICS
GALAX GLX 2

SAE grade 15W-40 20W-50

Appearance Clear liquid

Viscosity (100°C), mm2/s 14,8 18,7

Viscosity index 135 125

Flash point, °C 215 235

Pour point, °C -25 -25

TBN, mg KOH/g 6.0

PACKAGING: 1L, 4L, 200L



28

 OILS FOR PASSENGER AND COMMERCIAL VEHICLES

GALAX UNIA

TYPICAL CHARACTERISTICS
GALAX UNIA 

SAE grade 15W-40

Appearance Clear liquid

Viscosity (100°C), mm2/s 14.5

Viscosity index 135

Flash point, °C 220

Pour point, °C -27

TBN, mg KOH/g 9.5

PACKAGING: 1L, 4L, 200L

API CG-4/CF-4/SJ,
ACEA E2/B3/A2-02;
E2-04;
MB 228.1/229.1;
MAN 271
VOLVO VDS;
MACK EO-M/EO-L/EO-L+;
VW 501 00/505 00

GALAX UNIA is a mineral multigrade engine oil of 
premium quality, intended for lubricating modern 
gasoline and diesel engines of passenger vehicles and 
of diesel engines of commercial vehicles (Mixed Fleet).
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GALAX SUPER 3
multigrade 

 
API CF-4/CD/SG;
ACEA E2/B2;
MB 228.0/228.1;
MAN 270/271

GALAX SUPER 3 is a mineral multigrade engine oil 
intended for lubricating older generations of diesel 
engines (manufactured before 1986) which operate in 
various conditions.

TYPICAL CHARACTERISTICS
GALAX SUPER 3

SAE grade 15W-40 20W-50

Appearance Clear liquid

Viscosity (100°C), mm2/s 14.5 19.0

Viscosity index 135 125

Flash point, °C 215 220

Pour point, °C -27 -25

TBN, mg KOH/g 10.0

PACKAGING: 1L, 4L, 10L, 200L
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API CI-4; ACEA E6/E7/E9-08; MB 228.51; MAN 3477/3271-1; 
VOLVO VDS-3/CNG; CUMMINS 20077; 
RENAULT TRUCK RXD/RGD; MACK EO-M+; MTU Type 3.1; 
CAT ECF-1a; DEUTZ DQC IV-LA; SCANIA LOW ASH

GALAX EURO 5 Low SAPS is a synthetic multigrade 
engine oil, intended for lubricating the latest heavy 
duty diesel engines of commercial vehicles with 
exhaust gas after treatment systems (EGR, with 
or without a DPF filter, SCR) which meet EURO 
4, 5 and 6 emission requirements. It is formulated 
according to the “low SAPS” additive manufacturing 
technology (low content of sulphated ash, 
phosphorus and sulphur)

 ENGINE OILS FOR COMMERCIAL VEHICLES

GALAX EURO 5 Low SAPS 

TYPICAL CHARACTERISTICS
GALAX EURO 5 Low SAPS 

SAE grade 10W-40

Appearance Clear liquid

Viscosity (100°C), mm2/s 14.0

Viscosity index 145

Flash point, °C 220

Pour point, °C -30

TBN, mg KOH/g 9.0

PACKAGING: 1L, 10L, 200L
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GALAX ULTRA HPD

ACEA E6/E7/E9-12; API CJ-4/SN; MB 228.51/228.31/235.28; 
MAN M3677/3477/3271-1; VOLVO VDS-4/VDS-3/CNG; 
CUMMINS CES 20081; SCANIA LOW ASH; 
RENAULT TRUCK RXD/RLD-3/RLD-2/RLD/RGD; 
MACK EO-M+/EO-N Premium+/EO-O Premium +07; 
MTU Type 3.1; CAT ECF-3; DEUTZ DQC IV-LA; 
Detroit Diesel DDC93K218; JASO DH-2

GALAX ULTRA HPD is a superior synthetic UHPDO 
(Ultra High Performance Diesel Oil) multigrade engine 
oil of the latest generation, intended for lubricating 
the latest diesel engines of commercial vehicles, 
including those with systems for the after treatment 
of exhaust gases (EGR, SCR, DPF). It is particularly 
recommended for EURO 5 and EURO 6 engines of 
commercial vehicles.

TYPICAL CHARACTERISTICS
GALAX ULTRA HPD 

SAE grade SAE 5W-30

Appearance Clear liquid

Viscosity (100°C), mm2/s 12.0

Viscosity index 155

Flash point, °C 220

Pour point, °C -40

TBN, mg KOH/g 12.0

PACKAGING: 1L, 4L, 10L, 200L
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API CI-4; ACEA E4-08/E7-08; MB 228.5; MAN M3277; 
VOLVO VDS-3; RENAULT TRUCK RXD/RLD-2/RLD; 
MACK EO-N/EO-M+; MTU Type 3; 
DEUTZ DQC IV-10 (SAE 5W-30); DQC IV-05 (SAE 10W-40); 
CAT ECF-2 (SAE 5W-30); ECF-1a (SAE 10W-40)

GALAX EXTRA HPD is a superior synthetic multigrade 
XHPDO (eXtra High Performance Diesel Oil) engine 
oil, intended for lubricating the latest diesel engines of 
commercial vehicles of leading world manufacturers. 
It is particularly recommended for EURO 5 engines of 
commercial vehicles

GALAX EXTRA HPD 

TYPICAL CHARACTERISTICS
GALAX EXTRA HPD 

SAE grade 5W-30 10W-40

Appearance Clear liquid

Viscosity (100°C), mm2/s 11.5 14.0

Viscosity index 150 150

Flash point, °C 215 215

Pour point, °C -40 -30

TBN, mg KOH/g 10.0 9.0

PACKAGING: 1L, 10L, 200L



33

GALAX SUPER LONG PLUS
semi-synthetic

API CI-4/SL; ACEA E7-12; E5-02; E3-96; A3/B3-04; 
CUMMINS 20076/77/78; MB 228.3; MAN M3275-1; 
VOLVO VDS-3; RENAULT TRUCK RLD-2/RLD; MTU Type 2; 
MACK EO-N/M+; GLOBAL DHD 1; DEUTZ III-10; CAT ECF-1-a

GALAX SUPER LONG PLUS is a semi-synthetic 
multigrade engine oil of supreme quality, from the 
group of SHPD (Super High Performance Diesel) 
– LONG LIFE oils. It is intended for lubricating four-
stroke diesel engines with high power output (with 
or without the turbocharger) of freight vehicles, 
city transport or intercity buses, agricultural and 
construction machinery, which operate in demanding 
conditions and under heavy loads.

TYPICAL CHARACTERISTICS
GALAX SUPER LONG PLUS

SAE grade 10W-40

Appearance Clear liquid

Viscosity (100°C), mm2/s 14.0

Viscosity index 150

Flash point, °C 215

Pour point, °C -30

TBN, mg KOH/g 10.0

PACKAGING: 1L, 10L, 200L
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API CI-4; ACEA E4-08/E7-08; MB 228.5; MAN M3277; 
VOLVO VDS-3; RENAULT TRUCK RXD/RLD-2/RLD; 
MACK EO-N/EO-M+; Cummins 20076/77; MTU Type 3; 
DQC IV-05; CAT ECF-1a

GALAX ADVANCE HPD is a semi-synthetic HPD (High 
Performance Diesel) oil of high quality, intended for 
lubricating modern diesel engines of commercial 
vehicles. It is particularly recommended for EURO 4 
and EURO 5 engines of commercial vehicles.

GALAX ADVANCE HPD

TYPICAL CHARACTERISTICS
GALAX ADVANCE HPD

SAE grade 10W-40

Appearance Clear liquid

Density, kg/m3 860

Viscosity (100°C), mm2/s 14.0

Viscosity index 150

Flash point, °C 215

Pour point, °C -30

TBN, mg KOH/g 10.0

PACKAGING: 1L, 4L, 10L, 200L
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GALAX SUPER LONG E9

API CJ-4/CI-4+/SN/SM; ACEA E9-08 issue 2; 
CUMMINS CES 20081; MB 228.31; MAN M3575; VOLVO VDS-4; 
RENAULT TRUCKS RLD-3; MTU Type 2.1; MACK EO-PP; 
DEUTZ DQC III-10LA; DETROIT DIESEL DDC 93K218, 
CAT ECF-3, 2, 1-a

GALAX SUPER LONG E9 is a mineral engine oil from 
the SHPD-LONG LIFE group, intended for lubricating 
four-stroke diesel engines with high output power 
(with or without a turbocharger), of vehicles 
equipped with systems for the after treatment 
of exhaust gases – cargo vehicles, city transport 
and intercity buses, agricultural and construction 
machinery, which operate in demanding conditions 
and under heavy loads.

TYPICAL CHARACTERISTICS
GALAX SUPER LONG E9

SAE grade 15W-40

Appearance Clear liquid

Density, kg/m3 880

Viscosity (100°C), mm2/s 14.0

Viscosity index 135

Flash point, °C 215

Pour point, °C -27

TBN, mg KOH/g 8.1

PACKAGING: 1L, 4L, 10L, 200L
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API CI-4/SL; ACEA E7-12; E5-02; E3-96; A3/B3-04; 
CUMMINS 20076/77/78; MB 228.3; MAN M3275-1; 
VOLVO VDS-3; RENAULT TRUCKS RLD-2/RLD; 
MACK EO-N/M+; GLOBAL DHD-1; DEUTZ III-10; 
CAT ECF-1a/ECF-2; MTU Type 2; DETROIT DIESEL DDC 93K215

GALAX SUPER LONG PLUS is a mineral multigrade 
engine oil of supreme quality from the group SHPD 
(Super High Performance Diesel) LONG LIFE oils. 
It is intended for lubricating four-stroke diesel 
engines with high power output (with or without 
the turbocharger) of freight vehicles, city transport 
or intercity buses, agricultural and construction 
machinery, which operate in demanding conditions 
and under heavy loads.

GALAX SUPER LONG PLUS
mineral

TYPICAL CHARACTERISTICS
GALAX SUPER LONG PLUS 

SAE grade 15W-40

Appearance Clear liquid

Viscosity (100°C), mm2/s 14.5

Viscosity index 135

Flash point, °C 215

Pour point, °C -27

TBN, mg KOH/g 12.0

PACKAGING: 1L, 10L, 200L
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API CF/CD/SF

GALAX SUPER LONG is a mineral monograde 
engine oil, intended for lubricating all types of diesel 
engines of commercial vehicles (trucks, buses, mining, 
construction and agricultural machinery), both 
naturally aspirated and turbocharged, operating in 
normal conditions and under heavy loads.

GALAX SUPER LONG
monograde

TYPICAL CHARACTERISTICS
GALAX SUPER LONG 

SAE grade 10W

Appearance Clear liquid

Viscosity (100°C), mm2/s 5.5

Viscosity index 95

Flash point, °C 200

Pour point, °C -30

TBN, mg KOH/g 6.0

PACKAGING: 10L, 200L
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TYPICAL CHARACTERISTICS
GALAX SUPER LONG 

SAE grade 15W-40 20W-50

Appearance Clear liquid

Viscosity (100°C), mm2/s 15.0 19.0

Viscosity index 135 125

Flash point, °C 215 220

Pour point, °C -27 - 25

TBN, mg KOH/g 10.0

PACKAGING: 1L, 4L, 10L, 200L

GALAX SUPER LONG 
multigrade

API CI-4/SL; ACEA E7-12; E5-02; E3-96; A3/B4-08; A3/B3-10; 
MAN M3275-1; CUMMINS 20076/77/78; MB 228.3;
VOLVO VDS-3; GLOBAL DHD-1; MTU Type 2; MACK EO-N/M+; 
DETROIT DIESEL DDC 93K215; CAT ECF-1-a; DEUTZ DQC III-10; 
RENAULT TRUCKS RLD-2/RLD

GALAX SUPER LONG is a mineral multigrade 
engine oil of supreme quality from the group SHPD 
(Super High Performance Diesel) LONG LIFE oils. 
It is intended for lubricating four-stroke diesel 
engines with high power output (with or without 
the turbocharger) of freight vehicles, city transport 
or intercity buses, agricultural and construction 
machinery, which operate in demanding conditions 
and under heavy loads.
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TYPICAL CHARACTERISTICS
GALAX SUPER 3 

SAE grade 10W 30 40 50

Appearance Clear liquid

Viscosity (100°C), mm2/s 5.5 11.8 15.0 19.0

Viscosity index 135

Flash point, °C 200 220 230 240

Pour point, °C -30 -20 -15 -15

TBN, mg KOH/g 6.0

PACKAGING: 1L (SAE 30, 40), 4L (SAE 30, 40), 10L, 200L (SAE 10W, 30, 40, 50)

GALAX SUPER 3 
monograde

API CD/SF

GALAX SUPER 3 is a mineral monograde engine 
oil intended for lubricating medium-loaded diesel 
engines of older commercial vehicles. It is particularly 
suitable for engines which consume oil and need 
frequent topping-up.
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API CF; LMOA gen. IV/V Long life/V

GALAX DL-40 is a special mineral engine oil without 
zinc, intended for lubricating two-stroke diesel 
engines of railway locomotives, with gudgeon pin 
bearings made from silver alloy. Formulation approved 
by: EDM GM and GE. The product does not contain 
chlorine, which makes it environmentally acceptable.

 ENGINE OILS FOR RAILWAY LOCOMOTIVES

GALAX DL-40

TYPICAL CHARACTERISTICS
GALAX DL-40

SAE grade 40

Appearance Clear liquid

Viscosity (100°C), mm2/s 14.5

Viscosity index 95

Flash point, °C 230

Pour point, °C -20

TBN, mg KOH/g 12

PACKAGING: 200L
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SRPS ISO 6743-15 (L-EGB);
SRPS ISO 13738 (L-EGB);
JASO FB

GALAX DITAKTOL is an economic mineral oil 
for lubricating two-stroke air-cooled gasoline 
engines. It is applied by mixing with fuel, in the ratio 
recommended by the engine manufacturer. It is used 
for lubricating the engines of motorcycles, scooters, 
agricultural machines, chainsaws, pumps, electricity 
generators and other small capacity engines 
(typically under 50ccm), in cases where reduced 
exhaust smoke is not required.

 ENGINE OILS FOR TWO-STROKE GASOLINE ENGINES
 OILS FOR AIR-COOLED TWO-STROKE ENGINES

GALAX DITAKTOL

TYPICAL CHARACTERISTICS
DITAKTOL

Appearance Clear liquid

Viscosity (100°C), mm2/s 9.0

Viscosity index 90

Flash point, °C 200

Pour point, °C -20

PACKAGING: 0.5L, 1L, 200L
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SRPS ISO 6743-15 (L-EGD+); SRPS ISO 13738 (L-EGD+);
STIHL; SAE J 1536 grupa III; HUSQVARNA HVA 242;
PIAGGIO HEXAGON

GALAX DITAKTOL ULTRA is a superior semi-
synthetic engine oil, intended for lubricating all 
types of two-stroke air-cooled gasoline engines 
by mixing with fuel, in the ratio recommended by 
the engine manufacturer. Developed specially to 
satisfy the most stringent quality criteria prescribed 
by the chainsaw manufacturers HUSQVARNA and 
STIHL, PIAGGIO scooters, etc. A solvent is added 
to the lubricant which makes it highly miscible with 
fuel and the addition of a synthetic fluid prevents 
the creation of deposits in the exhaust system and 
reduces exhaust smoke.

GALAX DITAKTOL ULTRA

TYPICAL CHARACTERISTICS
GALAX DITAKTOL ULTRA

Appearance Clear liquid

Viscosity (100°C), mm2/s 8.5 - 9.5

Viscosity index 125

Flash point, °C 70

Pour point, °C -36

Sulphated ash, % max. 0.18

Brookfield viscosity (-25°C), mPa·s 7500

PACKAGING: 0.25L, 0.5L, 1L, 200L
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API TC; TISI 1040; SRPS ISO 6743-15 (L-EGD+); JASO FD;
SRPS ISO 13738 (L-EGD+); SAE J 1536 group III; STIHL; 
HUSQVARNA HVA 254/272;
PIAGGIO HEXAGON

GALAX DITAKTOL ULTRA SINT is a superior 
synthetic engine oil, intended for lubricating all 
types of two-stroke air-cooled gasoline engines 
by mixing with fuel, in the ratio recommended by 
the engine manufacturer. Developed specially to 
satisfy the most stringent quality criteria prescribed 
by the chainsaw manufacturers HUSQVARNA and 
STIHL, PIAGGIO scooters, etc. A solvent is added 
to the lubricant which makes it highly miscible with 
fuel. The presence of a synthetic base oil prevents 
the creation of deposits in the exhaust system and 
reduces exhaust smoke.

GALAX DITAKTOL
ULTRA SINT

TYPICAL CHARACTERISTICS
GALAX DITAKTOL ULTRA SINT

Appearance Clear liquid

Viscosity (100°C), mm2/s 8.5 - 9.5

Viscosity index 125

Flash point, °C 70

Pour point, °C -36

Sulphated ash, % max. 0.18

Brookfield viscosity (-25°C), mPa·s 7500

PACKAGING: 0.25L, 0.5L, 1L, 200L



44

ACEA A2;
API SG

GALAX GARDENOL 4T SAE 30 is a mineral 
monograde engine oil, intended for lubricating four-
stroke engines of the more recent generations of 
lawnmowers and similar machines, which operate 
at constant high rpm numbers and are cooled by air 
and oil.

GALAX GARDENOL 4T SAE 30

 OILS FOR FOUR-STROKE AIR-COOLED
GASOLINE ENGINES

TYPICAL CHARACTERISTICS
GALAX GARDENOL 4T

SAE grade SAE 30

Appearance Clear liquid

Density, kg/m3 885

Viscosity (100°C), mm2/s 12

Viscosity index 95

Flash point, °C 225

Pour point, °C -20

TBN, mg KOH/g 5.8

PACKAGING: 0.6L, 1L, 4L, 10L, 200L
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API SL;
JASO MA2/MA;

GALAX MOTO SPEED is a superior multigrade engine 
oil, intended for lubricating modern four-stroke 
motorcycle engines, where the same oil is used for 
the engine and gearbox. Grade SAE 5W-40 is fully 
synthetic, while grade SAE 10W-40 is semi-synthetic.

GALAX MOTO SPEED

 ENGINE OILS FOR FOUR-STROKE
MOTORCYCLE ENGINES

TYPICAL CHARACTERISTICS
GALAX MOTO SPEED

SAE grade 5W-40 (synthetic) 10W-40 
(semi-synthetic)

Appearance Clear liquid

Density kg/m3 850

Viscosity (100°C), mm2/s 14.0 14.2

Viscosity index 160 155

Brookfield viscosity (-25°C), mPa·s 6600 6600

Flash point, °C 220 220

Pour point, °C -35 -35

Sulphated ash, w. %, max. 0.85 0.9

PACKAGING: 0.25L, 1L, 200L
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NMMA TC-W3; 
SAE J 1536 group III

GALAX NAUTIK EKO is a synthetic engine oil 
intended for lubricating two-stroke water-cooled 
outboard engines, by mixing with fuel, in the 
ratio recommended by the engine manufacturer. 
Formulated from a specially selected mixture of 
synthetic base oils and an ash-free additive package, 
characterized by a high level of biodegradability. 
GALAX NAUTIK EKO secures reliable engine 
operation and protects it from rust during long 
periods when it is not in use. A solvent is added to the 
lubricant, which secures excellent miscibility with fuel.

GALAX NAUTIK EKO

 OILS FOR TWO-STROKE WATER-COOLED
GASOLINE ENGINES

TYPICAL CHARACTERISTICS
GALAX NAUTIK EKO

Appearance Clear liquid

Viscosity (100°C), mm2/s 7.7

Viscosity index 159

Flash point, °C 158

Pour point, °C <-40

Brookfield viscosity (-25°C), mPa·s 3100

Sulphated ash, w. %, max. none

TBN, mg KOH/g 11.9

PACKAGING: 0.25L, 1L



API CF; requirements of leading world diesel engine 
manufacturers

DISOLA M is a specially formulated marine oil 
intended for lubricating main and auxiliary high-speed 
diesel engines of all types. It is used for lubricating 
naturally aspirated high-speed diesel engines, 
running on gas oil. DISOLA M 5015 is also used for 
the running-in of slow-speed two-stroke engines. It 
can be used for lubricating bearings, stern tubes and 
reduction gears.

DISOLA M
 MARINE ENGINE OILS

TYPICAL CHARACTERISTICS
DISOLA M 3015 4015 5015

SAE grade 30 40 50

Appearance Clear liquid

Viscosity (100°C), mm2/s 12.0 14.2 19.5

Flash point, °C >220 >230 >240

Pour point, °C -15 -12 -9

TBN, mg KOH/g 15 15 15

PACKAGING: 10L, 200L
47
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API GL-5; API MT-1; MAN 341 E-3; MAN 341 Z-2; MAN 342 M-3; 
MB 235.8; SCANIA STO 1:0; VOLVO 97312; 
ZF TE-ML 02B/05B/07A/08/12B/16F/17B/19C/21B
	
				  
HIPOL SINT TDL is a superior fully synthetic ester-
based oil, formulated with a high-quality additive 
package, intended for lubricating transmissions of 
passenger and commercial vehicles, where operating 
conditions call for lubricants with a relatively high 
viscosity and excellent ability to withstand extreme 
pressure and impact loads in a broad range of 
temperatures.

TYPICAL CHARACTERISTICS
HIPOL SINT TDL

SAE grade 75W-90

Appearance Clear liquid

Viscosity (100°C), mm2/s 15.5

Temperature at which viscosity is 150000 mPa·s, °C -40

Viscosity index 145

Flash point, °C 200

FZG, pass 12

Pour point, °C -45

PACKAGING: 1L, 200L

 OILS FOR TRANSMISSIONS,
GEARBOXES AND DIFFERENTIALS

 OILS FOR GEARBOXES AND DIFFERENTIALS

HIPOL SINT TDL
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API GL-5; MIL- L-2105D; MAN 342N

HIPOL B is a high-quality transmission lubricant 
for passenger and commercial vehicles. Is secures 
excellent lubrication and load carrying over extended 
periods in operation. Recommended for lubricating 
gearboxes and differentials of motor vehicles which 
operate in conditions of high speeds and impact 
loads, high speeds and low torque, and low speeds 
and high torque. It is used for lubricating hypoid and 
worm gear transmissions operating at high torque and 
low angular velocities.

HIPOL B

TYPICAL CHARACTERISTICS
HIPOL B 

SAE grade 80W 80W-90 85W-90 85W-140 90 140

Appearance Clear liquid

Viscosity (100°C), mm2/s 11 14 17 26 18 31

Temperature at which viscosity 
is 150000 mPa·s, °C -26 -26 -12 -12 - -

Viscosity index 90 95 95 90 90 80

Flash point, °C 165 180 180 200 180 210

FZG, pass 12 12 12 12 12 12 

Pour point, °C -27 -27 -19 -12 -19 -12

PACKAGING: �SAE 80W: 1L, 10L, 200L; SAE 80W-90: 1L, 10L, 200L; SAE 85W-90: 200L; SAE 85W-140: 1L, 10L, 200L; 
SAE 90: 1L, 4L, 10L, 200L; SAE 140: 1L, 10L, 200L.
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API GL -5; MIL-L-2105D; 
ZF TE - ML 05C/07A/08/12C/16B/C/D/E/17B/19B/21A/21C; 
MB 235.0; MAN 342 M-2; 
VOLVO 97310/97316; 
VOITH 3.326-339

HIPOL LD is a superior multigrade multi-purpose oil 
for manual gearboxes and differentials of modern 
vehicles for extended drain periods. Recommended 
for lubricating gearboxes and differentials of motor 
vehicles which operate in conditions of high speeds 
and impact loads, high speeds and low torque, and 
low speeds and high torque. It is used for lubricating 
hypoid and worm gear transmissions operating at 
high torque and low angular velocities. High speeds 
and changes in the number of revolutions per minute 
and torque, great temperature differences and 

long intervals in operation and just some of the demands which HIPOL LD easily 
satisfies. It has been tested in modern cars of the Galax Racing Team on races of 
the domestic championship.

HIPOL LD

TYPICAL CHARACTERISTICS
HIPOL LD    

SAE grade 90 80W-90 85W-90

Appearance Clear liquid

Viscosity (100°C), mm2/s 18 14.5 17

Temperature at which viscosity is 
150000 mPa·s, °C - -26 -12

Viscosity index 90 100 100

Flash point, °C 200 200 200

FZG, pass 12 12 12

Pour point, °C -19 -27 -19

PACKAGING: SAE 90: 1L, 200L; SAE 80W-90: 1L, 4L, 200L; 85W-90: 1L, 200L
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API GL-4; 
MB 235.5; 
MAN 341 N&ML; 
ZF TE-ML 02B/05/08; 
FORD IVECO; 
EATON FULLER

HIPOL Trans is a mineral transmission oil, intended for 
lubricating hypoid gear transmissions which operate 
without impact loads. It is widely used for manual 
gearboxes of passenger and cargo vehicles.

HIPOL Trans

TYPICAL CHARACTERISTICS
HIPOL Trans

SAE grade 80W 85W-90 90

Appearance Clear liquid

Density, (15°C), g/cm3 875 895 900

Viscosity (100°C), mm2/s 9.7 17.1 17.0

Viscosity (-12°C), mPa·s - 18340 -

Viscosity (-26°C), mPa·s 55750 - -

Flash point, °C 236 244 242

Pour point, °C -29 -24 -22

Foaming (tendency/stability), 
mL/mL, at 24°C, 94°C, 24°C 0/0, 0/0, 0/0

Cu strip corrosion (121± 1°C, 3h) 1a

PACKAGING: SAE 80, SAE 80W: 1L, 10L, 200L; SAE 85W-90, SAE 90: 1L, 200L
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TYPICAL CHARACTERISTICS
GALAX TRANS TO

SAE grade 10W 30 50

Density, (15°C), g/cm3 Clear liquid

Viscosity (100°C), mm2/s 875 885 900

Viscosity (-25°C), mPa·s 6.1 11.0 18.2

Viscosity (-15°C), mPa·s 5500 - -

Viscosity (-25°C), mPa·s - - 31000

Viscosity (-35°C), mPa·s - 74000 -

Flash point, °C 224 200 250

Pour point, °C -38 -18 -20

Foaming (tendency/stability), 
mL/mL, at 24°C, 94°C, 24°C 0/0, 0/0, 0/0

Cu strip corrosion (121± 1°C, 3h) 1a 1a 1a

PACKAGING: 10L, 200L

GALAX TRANS TO

ALLISON C-4; CAT TO-4/TO-4M; API MT-1/CF/CF-2; 
ZF TL-ML 01/03C/07F; KES 07.868.1; 
DANA POWER SHIFT; EATON FULLER

GALAX TRANS TO is intended for lubricating 
transmissions and drive mechanisms of construction 
machinery. It is specially formulated for Caterpillar 
equipment: hydraulic planetary gearboxes, 
clutches and wet brakes, and in other parts of 
drive mechanisms – wheel drives, bevel gears 
and differentials. It can be used in non-engine 
assemblies of other OEMs, where TO-4 or TO-2 
fluids are required.
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 FLUIDS FOR AUTOMATIC TRANSMISSIONS

GALAXMATIC
Suffix A

DEXRON Type A Suffix A

GALAXMATIC Suffix A is a mineral oil intended 
for lubricating automatic transmissions, torque 
converters, power steering, hydraulic clutches of 
heavy-duty vehicles and mechanization where the 
manufacturer prescribes the DEXRON Type A Suffix A 
type of fluid.

TYPICAL CHARACTERISTICS
GALAXMATIC Suffix A

Appearance Clear liquid

Viscosity (100°C), mm2/s 7

Viscosity (-23°C), mPa·s 3400

Flash point, °C 195

Pour point, °C -40

PACKAGING: 1L, 200L
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DEXRON IID; MAN 339 V-1; MAN 339 Z-1; ALLISON C-4;
ZF TE-ML 09/11A/14A/17C; VOITH H55.6335; 
MB 236.6/236.3; VOLVO 97325/97335; CAT TO-2

GALAXMATIC DAC is a low-viscosity oil, primarily 
intended for lubricating General Motors automatic 
transmission mechanisms. It can also be used for 
power steering mechanisms of heavy-duty vehicles, 
hydraulic clutches and other hydraulic systems of 
various devices where the manufacturer prescribes 
the use of the DEXRON II type fluid.

GALAXMATIC DAC

TYPICAL CHARACTERISTICS
GALAXMATIC DAC

Appearance Clear liquid

Viscosity (40°C), mm2/s 39

Viscosity (100°C), mm2/s 7

Viscosity (-20°C), mPa·s 4000

Viscosity (-40°C), mPa·s 55000

Pour point, °C -40

PACKAGING: 1L, 200L
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DEXRON IIIG; GM TASA; FORD MERCON; 
MAN 339 L1/V-1/V2/Z-1; ALLISON C-4; TES 389;
ZF TL-ML 02F/04D/05L/09/11B/14A/21L; 
VOITH H55.6335/H55.6336; MB 236.6; VOLVO 97340/97341; 
CAT TO-2

GALAX ATF III is a semi-synthetic oil intended for 
lubricating General Motors automatic transmission 
systems. It is also used for power steering systems 
of passenger and commercial vehicles, torque 
converters, hydraulic clutches and other hydraulic 
mechanisms where the manufacturer prescribes 
a fluid of the DEXRON III type. It can also provide 
for an extended drain interval, in keeping with 
recommendations of the transmission manufacturer.

GALAX ATF III

TYPICAL CHARACTERISTICS
GALAX ATF III

Appearance Clear liquid

Viscosity (40°C), mm2/s 39

Viscosity (100°C), mm2/s 7.5

Viscosity (-20°C), mPa·s 1500

Viscosity (-40°C), mPa·s 20000

Pour point, °C -40

PACKAGING: 1L, 200L
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Detroit Diesel Allison C-3

GALAXMATIC TA C-3 is a special oil intended for 
application as fluid for transmissions manufactured by 
Detroit Diesel Allison.

GALAXMATIC TA C-3   

TYPICAL CHARACTERISTICS
GALAXMATIC TA C-3  

SAE grade 10W 30

Appearance Clear liquid

Viscosity (40°C), mm2/s - 125

Viscosity (100°C), mm2/s 5 9

Viscosity (-18°C), mPa·s 2400 -

Pour point, °C -28 -18

PACKAGING: 200L
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AT – 2

SRPS H.Z2.100 type 1; 
FMVSS 116 DOT 3; 
SAE J 1703; 
ISO 4925 Class 3

AT-2 is a synthetic (non-petroleum) brake fluid. It is 
used in hydraulic brake mechanisms and hydraulic 
clutch lines of motor vehicles, in accordance with 
the manufacturers’ recommendations and the listed 
quality specifications.

TYPICAL CHARACTERISTICS
AT - 2

Appearance Clear liquid

Viscosity, (100°C), mm2/s 1.5

Viscosity, (-40°C), mm2/s 1500

Boiling point, °C 205

Wet boiling point, °C 140

pH value 7–11.5

PACKAGING: 0.25L, 0.5L, 1L, 200L

 BRAKE FLUIDS
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SRPS H.Z2.100 type 2; 
FMVSS 116 DOT 4; 
SAE J 1703; 
ISO 4925 Class 4

AT-4 is a synthetic (non-petroleum) brake fluid. It is 
used in hydraulic brake mechanisms and hydraulic 
clutch lines of motor vehicles, in accordance with 
the manufacturers’ recommendations and the listed 
quality specifications.

AT – 4

TYPICAL CHARACTERISTICS
AT- 4

Appearance Clear liquid

Viscosity, (100°C), mm2/s 1.5

Viscosity, (-40°C), mm2/s 1800

Boiling point, °C 230

Wet boiling point, °C 155

pH value 7–11.5

PACKAGING: 0.25L, 0.5L, 1L, 200L
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PS 8216

GALAX PERKO is a detergent fluid with a low freezing 
point, alcohol-based, containing functional additives. 
It is intended for use in the washer systems of motor 
vehicles, for cleaning windscreens, headlights and 
other glass surfaces. It leaves a thin transparent film 
on glass surfaces, providing temporary protection 
against freezing and fogging.

GALAX PERKO
 ADDITIONAL PRODUCTS FOR MOTOR VEHICLES

TYPICAL CHARACTERISTICS
GALAX PERKO

Appearance Clear yellow liquid

Density (15°C), kg/m3 960

Flash point, °C 30

Freezing point, °C -18

pH value 8.0

PACKAGING: 1L, 2L, 5L, 200L
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PS 8227

GALAX PERKO LETNJI is a detergent fluid with a low 
freezing point, alcohol-based, containing functional 
additives. It is intended for use during the summer, 
in the washer systems of motor vehicles, for cleaning 
windscreens, headlights and other glass surfaces. It 
is used in undiluted form and does not affect paint, 
rubber and plastic.

TYPICAL CHARACTERISTICS
GALAX PERKO LETNJI

Appearance Clear yellow liquid

Density (15°C), kg/m3 990

Flash point, °C 50

PACKAGING: 1L, 2L, 5L, 200L

GALAX PERKO LETNJI
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EKOKLIN

PS 8109

EKOKLIN is a degreasing agent, based on high-
quality emulsifiers and organic solvents. It is 
recommended for degreasing and cleaning 
residues of crude oil and its derivatives, including 
the heaviest fractions, from all types of surfaces: 
reservoirs and tanks, construction machinery, 
external surfaces of internal combustion engines, 
machine assemblies and soiled workshop floors.

TYPICAL CHARACTERISTICS
EKOKLIN

Appearance Clear liquid

Density at (20°C), kg/m3 855

Flash point, °C 60

pH value of 5% emulsion 9.0

Stability of emulsion, 2h stable

PACKAGING: 1L, 10L, 200L
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SRPS M.E2.011

GALAX DESTILOVANA VODA is water treated in the 
process of demineralization, in which it is stripped 
of all dissolved gases, salts, acids, alkali, sediments 
of metal salts and some metal oxides, and some 
dissolved organic compounds. It is intended for the 
filling and topping up of batteries and engine cooling 
systems, for steam irons and for other purposes where 
demineralized water is required. It is also used as feed 
water for industrial steam generation.

GALAX DESTILOVANA VODA

TYPICAL CHARACTERISTICS
GALAX DESTILOVANA VODA

Appearance Clear colorless liquid

pH (20°C) 7.0

Conductivity (μS/cm) 5.0

UT, oDh 0.00 – 0.05

PACKAGING: 1L, 200L
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SRPS H.Z2.010 Type 3;
BS 6580;
ASTM D 3306;
AFNOR R 15-601;
SAE J1034

KORSANTIN 40 is a cooling agent for internal 
combustion engines, made from mono-ethylene 
glycol and corrosion inhibitors. It does not contain 
amines, phosphates and nitrites. It provides reliable 
protection of the cooling system from freezing, 
overheating and corrosion of all metals and alloys 
in the system. Ready for use without dilution. The 
drain interval is two years.

TYPICAL CHARACTERISTICS
KORSANTIN 40

Appearance Green-blue liquid

Density, (20°C), g/cm3 1.07

Freezing point, °C -38

Boiling point, °C 107

pH value 8

Glassware corrosion test Pass

PACKAGING: 1L/KG, 4L, 220KG

KORSANTIN 40
 ENGINE COOLANT LIQUIDS
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SRPS H.Z2.010 Type 1;
BS 6580;
ASTM D 3306;
AFNOR R 15-601;
SAE J1034

KORSANTIN 100 is a cooling agent concentrate 
for internal combustion engines, made from mono-
ethylene glycol and corrosion inhibitors. It does not 
contain amines, phosphates and nitrites. Dilute with 
water before use. Recommended concentrations 
are 30-50% vol. of the concentrate in demineralized 
water, which provides reliable protection of the 
cooling system from freezing, overheating and 
corrosion of all metals and alloys in the system. 
Ready for use without dilution. The drain interval is 
two years.

TYPICAL CHARACTERISTICS
KORSANTIN 100

Appearance Green-blue liquid

Density, (20°C), g/cm3 1.12

Freezing point (for mixture K100 : water = 1:1), °C -38

Boiling point, °C 160

pH value 8

Glassware corrosion test Pass

PACKAGING: 1L/KG, 4L, 220KG

KORSANTIN 100
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KORSANTIN EURO 40

SRPS H.Z2.010 Tip 3; BS 6580;
ASTM D 3306/4985; AFNOR R 15-601;
SAE J1034; BMW N 600 69.0; MAN 324-NF;
MTU MTL 5048; Opel/GM B 040 0240;
VW/Seat/Audi/Škoda TL 774-C (G11);
MB 325.0/325.2; Saab 6901599;
Deutz H-LV 0161 0188; Porsche for 924, 928, 944, 968

KORSANTIN EURO 40 is a cooling agent for internal 
combustion engines, made from mono-ethylene 
glycol and a hybrid corrosion inhibitor package. It 
does not contain amines, phosphates and nitrites. 
It provides reliable protection of modern cooling 
systems from freezing, overheating and corrosion 
of all metals and alloys in the system. Ready for use 
without dilution. The drain interval is three years.

TYPICAL CHARACTERISTICS
KORSANTIN EURO 40

Appearance Green-blue liquid

Density, (20°C), g/cm3 1.07

Freezing point, °C -38

Boiling point, °C 107

Reserve alkalinity, mL HCl/10mL 7

pH value 8

Glassware corrosion test Pass

PACKAGING: 1L/KG, 4L, 220KG
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SRPS H.Z2.010 Tip 3; BS 6580;
ASTM D 3306/4985; AFNOR R 15-601;
SAE J1034; BMW N 600 69.0; MAN 324-NF;
MTU MTL 5048; Opel/GM B 040 0240;
VW/Seat/Audi/Škoda TL 774-C (G11);
MB 325.0/325.2; Saab 6901599;
Deutz H-LV 0161 0188; Porsche for 924, 928, 944, 968

KORSANTIN EURO 100 is a cooling agent concentrate 
for internal combustion engines, made from mono-
ethylene glycol and a hybrid corrosion inhibitor 
package. It does not contain amines, phosphates 
and nitrites. It provides reliable protection of modern 
cooling systems from freezing, overheating and 
corrosion of all metals and alloys in the system. Must 
be diluted with water before use. The drain interval is 
three years.

TYPICAL CHARACTERISTICS
KORSANTIN EURO 100

Appearance green-blue liquid

Density, (20°C), g/cm3 1.12

Freezing point
(for mixture K Euro 100 : water = 1:1), °C -38

Boiling point, °C 163

Reserve alkalinity, mL HCl/10mL 15

pH value 8

Glassware corrosion test Pass

PACKAGING: 1L/KG, 4L, 220KG

KORSANTIN EURO 100
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SRPS H.Z2.010 Type 3; BS 6580; ASTM D 3306/4656;
French Standard NFR 15-601; SAE J1034;
NATO Standard S-759; Suzuki; Isuzu; MAN 324-SNF;
Japanese Standard JASO M325/JIS K2234;
Mercedes-Benz 325.3; Ford WSS-M97B44-D;
VW/Seat/Audi/Škoda TL 774-D (G12)/TL 774-F (G12+);
GM-Saab GM 6277M (+B040 1065); Mazda MEZ MN 121 D;
Cummins/Cummins-Wartsila IS series &N14/32-9011;
Deutz/MWM 0199-99-1115(2)/0199-99-2091(4));
Renault-Mack 014 GS 17009; 
Scania TB 1451/TI 2-98 08 13 TB; John Deere JDMH5

KORSANTIN LONG LIFE 40 is a cooling agent 
for internal combustion engines, made from 
mono-ethylene glycol and a corrosion inhibitor 
package based on organic acid technology 
(OAT). It provides reliable protection of modern 
cooling systems from freezing, overheating and 
corrosion of all metal parts of the engine, including 
aluminium and iron alloys. The synergy of mono- 

and bi-carboxylic acids in the coolant secures protection of at least 650,000 
km for commercial and 250,000 km for passenger vehicles. It does not contain 
amines, phosphates, nitrites and silicates. Developed to satisfy the most stringent 
requirements of vehicle manufacturers. Ready for use without dilution. The drain 
interval is five years.

TYPICAL CHARACTERISTICS
KORSANTIN LONG LIFE 40

Appearance Orange-red liquid

Density, (20°C), g/cm3 1.07

Freezing point, °C -38

Boiling point, °C 107

Reserve alkalinity, mL HCl/10mL 3

pH value 8-9

Glassware corrosion Pass

PACKAGING: 1L/KG, 4L, 220KG

KORSANTIN LONG LIFE 40
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SRPS H.Z2.010 Tip 1; BS 6580; ASTM D 3306/4656;
French Standard NFR 15-601; SAE J1034; 
NATO Standard S-759; MAN 324-SNF; Suzuki; Isuzu;
Japanese Standard JASO M325/JIS K2234;
Mercedes-Benz 325.3; Ford WSS-M97B44-D;
VW/Seat/Audi/Škoda TL 774-D (G12)/TL 774-F (G12+);
GM-Saab GM 6277M (+B040 1065); John Deere JDMH5;
Cummins/Cummins-Wartsila IS series &N14/32-9011;
Mazda MEZ MN 121D; Scania TB 1451/TI 2-98 08 13 TB;
Deutz/MWM 0199-99-1115(2)/0199-99-2091(4);
Renault-Mack 014 GS 17009;

KORSANTIN LONG LIFE 100 is a cooling agent 
concentrate for internal combustion engines, made 
from mono-ethylene glycol and a corrosion inhibitor 
package based on organic acid technology (OAT). 
It provides reliable protection of modern cooling 
systems from freezing, overheating and corrosion 
of all metal parts of the engine, including aluminium 
and iron alloys. The synergy of mono- and bi-
carboxylic acids in the coolant secures protection 

of at least 650,000 km for commercial and 250,000 km for passenger vehicles. It 
does not contain amines, phosphates, nitrites and silicates. Developed to satisfy 
the most stringent requirements of vehicle manufacturers. Must be diluted with 
water before use. The drain interval is five years.

TYPICAL CHARACTERISTICS
KORSANTIN LONG LIFE 100

Appearance Orange-red liquid

Density, (20°C), g/cm3 1.12

Freezing point
(mixture K Long Life 100 : water = 1:1), °C -38

Boiling point, °C 163

Reserve alkalinity, mL HCl/10mL 6

pH value 8-9

Glassware corrosion Pass

PACKAGING: 1L/KG, 4L, 220KG

KORSANTIN LONG LIFE 100
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OILS FOR AGRICULTURAL 
MACHINERY



72

API CF-4/SF; API GL-4; ZF TE-ML 06B&D/07B;
Ford M2C159-B/M2C134-D; 
John Deere J27/JD 20C;
Massey Ferguson M1139/M1144/1135/1143/1145; 
Allison C-4;
Ford New Holland Material Specifications 82009201/2/3

GALAX TRAKTOL MHT PREMIUM is a superior 
mineral super tractor universal oil, intended for 
lubricating assemblies of agricultural machinery: 
engine, transmission, hydraulic systems and 
wet (immersed) brakes. It secures supreme 
performance in the lubrication of agricultural 
machinery assemblies in various operating 
conditions.

TYPICAL CHARACTERISTICS
GALAX TRAKTOL MHT PREMIUM 

SAE grade 10W-30

Appearance Clear liquid

Viscosity (100°C), mm2/s 11.0

Viscosity index 155

Flash point, °C 200

Pour point, °C -33

Viscosity, CCS (-25°C), mPa·s 6000

TBN, mg KOH/g 9.7

PACKAGING: 4L, 10L, 200L

 UNIVERSAL TRACTOR OILS (STOU)

GALAX TRAKTOL
MHT PREMIUM
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GALAX TRAKTOL MHT

TYPICAL CHARACTERISTICS
GALAX TRAKTOL MHT

SAE grade 15W-30 15W-40

Appearance Clear liquid

Viscosity (100°C), mm2/s 11.5 14.5

Viscosity index 135

Flash point, °C 215 220

Pour point, °C -27 -30

Viscosity, CCS (-25°C), mPa·s 3800 6000

TBN, mg KOH/g 8.7

PACKAGING: 4L, 10L, 200L

API CD/SE; API GL-4; 
Ford M2C159-B; ZF TE ML 06B&C/07B; 
Massey Ferguson M1139/M1144/M1135/M1145; IMT

GALAX TRAKTOL MHT is a mineral super tractor 
universal oil, intended for lubricating assemblies 
of agricultural machinery: engine, transmission, 
hydraulic systems and wet (immersed) brakes.
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 OILS FOR TRACTOR TRANSMISSIONS AND HYDRAULICS

GALAX TRAKTOL
HT PREMIUM

SAE J 300 (SAE 10W-30);
SAE J306 (SAE 80W);
Case MS 1210; 
Ford M2C134-D;
Massey Ferguson M1135/M1141/M1143/M1145; 
John Deere J20C/D; Ford New Holland FNHA-2-C-201.00; 
White Farm (AGCO) Q-1826; Allison C-4; Caterpillar TO–2
 

GALAX TRAKTOL HT PREMIUM is a superior 
mineral hydraulic and transmission oil intended for 
lubricating modern transmission assemblies, drive 
shafts, gear transmissions, wet (immersed) brakes 
and hydraulic systems.

TYPICAL CHARACTERISTICS
GALAX TRAKTOL HT PREMIUM

SAE grade 10W-30

Appearance Clear liquid

Viscosity (100°C), mm2/s 10.0

Viscosity (-18°C), mPa·s 3500

Viscosity (-20°C), mPa·s 5000

Viscosity index 155

Flash point, °C 220

Pour point, °C -37

PACKAGING: 4L, 10L, 200L
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TYPICAL CHARACTERISTICS
TRAKTOL HT

SAE grade 80 85W

Appearance Clear liquid

Viscosity (100°C), mm2/s 11.0 12.0

Viscosity (-18°C), mPa·s 9000

Viscosity index 125

Flash point, °C 215 220

Pour point, °C -27

PACKAGING: 4 L, 10L, 200L

GALAX TRAKTOL HT 

Ford M2C-86B;
Massey Ferguson M1135;
John Deere J 14B/C;
IMT; API GL-4

GALAX TRAKTOL HT is a mineral hydraulic and 
transmission oil intended for lubricating heavy-
duty transmissions, differentials, hydraulic systems, 
steering systems and hydrostatic assemblies of 
agricultural, construction and industrial machinery.





INDUSTRIAL OILS AND FLUIDS

Oils for circulating systems

Turbine oils

Hydraulic oils

Slideway oils

Chainsaw oils

Compressor oils

Oils for industrial gas engines

Gear oils

Heat transfer oils

Coolants for the food industry
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SRPS ISO 6743-2 (FC);
SRPS ISO/TR 10481 (FC);
SRPS ISO 6743-4 (HL);
SRPS ISO 11158 (HL);
DIN 51524-1 (HL);
AFNOR NF E 48-603 (HL);
DIN 51517-2 (CL);
SRPS ISO 6743-6 (CKB); 
SRPS ISO 12925-1 (CKB)

GALAX CIRKOL are high-quality mineral R&O 
circulation oils. They contain efficient oxidation and 
rust inhibitors. They are produced in the following 
viscosity grades: ISO VG 2, 10, 15, 22, 32, 46, 68, 100, 
150, 220, 320 and 460.

GALAX CIRKOL oils are used in pressurized circulation systems equipped with 
treatment tanks (sedimentation, filtration, centrifuge). They are used for lubricating 
sliding and roll bearings, spindles, lightly loaded gears, etc. Specific viscosity 
grades are required for specific applications.

GALAX CIRKOL 2 is a light oil of extremely high quality, used for the lubrication of 
fast rotating spindles on all types of machining equipment, grinders, etc. It meets 
the quality requirements of the Kikinda Foundry – LŽTK 505.

GALAX CIRKOL oils of medium viscosity grades are recommended for lubricating 
pneumatic tools by oil mist and hydraulic systems that require low viscosity oils 
without anti-wear additives.

GALAX CIRKOL oils of higher viscosity grades are used for lubricating gears and 
reducers which are not exposed to shock or heavy loads.

 OILS FOR CIRCULATING SYSTEMS

GALAX CIRKOL
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TYPICAL CHARACTERISTICS
GALAX CIRKOL

ISO VG 2 10 15 22

Appearance Clear liquid

Viscosity (40°C), mm2/s 2.5 10 15 22

Viscosity index - 90 95 95

Flash point, °C, min. 85 140 140 165

Pour point, °C, max. -18 -30 -21 -21

Rust protection, test A pass pass pass pass

Demulsibility to 3mL of emulsion, minutes, max. 30 30 30 30

GALAX CIRKOL

 ISO VG 32 46 68 100

Appearance Clear liquid

Viscosity (40°C), mm2/s 32 46 68 100

Viscosity index 95 95 95 95

Flash point, °C, min. 180 185 195 205

Pour point, °C, max. -18 -15 -15 -12

Rust protection, test B pass pass pass pass

Demulsibility to 3mL of emulsion, minutes, max. 30 30 30 30

MEETS SPECIFICATIONS, DEPENDING ON VISCOSITY GRADE:
SRPS ISO/TR 

10481 (FC)
SRPS ISO 
11158 (HL)

AFNOR NF E 
48-603 (HL)

DIN 51517-2 
(CL)

SRPS ISO
12925-1 (CKB)

CIRKOL 2 X
CIRKOL 10 X X X X
CIRKOL 15 X X
CIRKOL 22 X X X X
CIRKOL 32 X X X X X
CIRKOL 46 X X X X
CIRKOL 68 X X X X
CIRKOL 100 X X X X
CIRKOL 150 X X X
CIRKOL 220 X X
CIRKOL 320 X
CIRKOL 460 X X
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GALAX CIRKOL

ISO VG 150 220 320 460

Appearance Clear liquid

Viscosity (40°C), mm2/s 150 220 320 460

Viscosity index 90 90 90 90

Flash point, °C, min. 210 220 230 240

Pour point, °C, max. -9 -9 -9 -9

Rust protection, test B pass pass pass pass

Demulsibility to 3mL of emulsion, minutes, max. 30 30 30 30

PACKAGING: 200L
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SRPS ISO 6743- 5 (TGA, TSA); DIN 51515/1 L-TD; 
BS 489; SRPS ISO 8068

GALAX TURBINE OILS are R&O circulating oils 
made from deeply refined paraffin base oils, with 
the addition of required functional additives. They 
are intended for lubricating industrial steam, gas and 
water turbines in which there is no requirement for 
increased load-bearing capacity. They are also used 
in all other cases where the equipment manufacturer 
requests a lubricant of such quality. 
The primary use of GALAX TURBINE OILS is in turbo-
generator assemblies, in which they are used for the 
lubrication of bearings. Heat dissipation from heated 
surfaces (bearings, couplings). As a hydraulic medium 
in turbine control systems. As liquid sealant which 
prevents the protrusion of operating fluids (gases, 

vapor and water). Prevention of rust and corrosion in the lubrication system. If 
properly used and maintained, GALAX TURBINE OILS provide for a long lasting 
and reliable operation of generator units.

 TURBINE OILS

GALAX TURBINE OIL

TYPICAL CHARACTERISTICS
GALAX TURBINE OIL
ISO VG 32 46 68 100
Appearance Clear liquid
Viscosity (40°C), mm2/s 30 44 66 98
Viscosity index 105 110 100 100
Flash point, °C 205 210 220 240
Pour point, °C max. -12 -12 -12 -12
Cu corrosion, 3h/100°C 1a 1a 1a 1a
Rust protection, test B pass pass pass pass
Demulsibility to 3mL of emulsion, minutes 15 15 20 20

Foaming, mL/mL
0/0
20/0
0/0

0/0
20/0
0/0

0/0
20/0
0/0

0/0
20/0
0/0

Oxidation stability, TOST, h to
Nb = 2mg KOH/g >4000 >4000 >4000 >4000

PACKAGING: 10L, 200L
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SRPS ISO 6743-4 (HM); SRPS ISO 11158 (HM); 
DIN 51524-2 (HLP); AFNOR NF E 48 603 (HM); 
AFNOR NF E 48-690 and 48-691; DENISON HF-0;
US Steel 127; 
CINCINNATI MACHINE P-68 (VG 32), P-70 (VG 46) and P69 (VG 68);
EATON VICKERS I-286-S and M-2950-S

HIDRAULIK HD are anti-wear monograde hydraulic 
mineral-based oils. They are intended for stationary 
hydraulic systems which operate under moderate 
loads within the operating temperature range of up 
to 80°C. They are available in the following viscosity 
grades: ISO VG 5, 10, 15, 22, 32, 46, 68, 100, 150, 220, 
320 and VG 460.

HIDRAULIK HD oils of lower viscosity grades are used 
as a hydraulic medium in high precision and low power devices, for the lubrication 
of parts of machine tools, grindstones, in torque converters, hydraulic clutches, etc.

HIDRAULIK HD oils of medium grades are used as a hydraulic medium in hydraulic 
systems of medium power, load, pressure and temperature. They are used for the 
lubrication of cranes, presses, etc. In devices with cogged pumps, they are used 
within the temperature range of 40-80°C. (The most widely used are HIDRAULIK 
HD 32, 46 and 68).

HIDRAULIK HD oils of higher grades are used in hydraulic systems with higher 
powers and loads, in systems in the construction, paper and textile industries.

 HYDRAULIC OILS

HIDRAULIK HD
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MEETS SPECIFICATIONS, DEPENDING ON VISCOSITY GRADE:

SRPS ISO 11158 
(HM)

DIN 
51524-2 

(HM)

AFNOR
NF E 48-603 

(HM)

DENISON 
HF-0

CINCINNATI 
MACHINE USS 127

HIDRAULIK HD 5

HIDRAULIK HD 10 X X X

HIDRAULIK HD 15 X X

HIDRAULIK HD 22 X X X X

HIDRAULIK HD 32 X X X X X X

HIDRAULIK HD 46 X X X X X X

HIDRAULIK HD 68 X X X X X X

HIDRAULIK HD 100 X X X X

HIDRAULIK HD 150 X X

HIDRAULIK HD 220

HIDRAULIK HD 320

HIDRAULIK HD 460

TYPICAL CHARACTERISTICS
HIDRAULIK HD

ISO VG 5 10 15 22

Appearance Clear liquid

Viscosity (40°C), mm2/s 5 10 15 22

Viscosity index 90 95 95 95

Flash point, °C, min. 105 130 140 160

Pour point, °C, max. -30 -30 -20 -20

Foaming, mL/mL
25/0
50/0
25/0

25/0
50/0
25/0

25/0
50/0
25/0

25/0
50/0
25/0

Rust protection, test A and B pass pass pass pass

Demulsibility to 3mL of emulsion, minutes, max. 30 30 30 30

FZG, pass - - - -



84

HIDRAULIK HD

ISO VG 32 46 68 100

Appearance Clear liquid

Viscosity (40°C), mm2/s 32 46 68 100

Viscosity index 95 95 95 95

Flash point, °C, min. 200 200 200 210

Pour point, °C, max. -18 -15 -15 -12

Foaming, mL/mL
25/0
50/0
25/0

25/0
50/0
25/0

25/0
50/0
25/0

25/0
50/0
25/0

Rust protection, test A and B pass pass pass pass

Demulsibility to 3mL of emulsion, minutes, max. 30 30 30 30

FZG, pass 10 10 10 10

HIDRAULIK HD

ISO VG 150 220 320 460

Appearance Clear liquid

Viscosity (40°C), mm2/s 150 220 320 460

Viscosity index 90 90 90 90

Flash point, °C, min. 220 230 240 245

Pour point, °C, max. -12 -12 -10 -10

Foaming, mL/mL
25/0
50/0
25/0

25/0
50/0
25/0

25/0
50/0
25/0

25/0
50/0
25/0

Rust protection, test A and B pass pass pass pass

Demulsibility to 3mL of emulsion, minutes, 
max. 30 60 60 60

FZG, pass 10 - - -

PACKAGING: 1L (HD 46 i HD 68), 4L, 10L, 200L
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SRPS ISO 6743-4 (HV); SRPS ISO 11158 (HV);
DIN 51524-3 (HVLP); AFNOR NF E 48 603 (HV);
AFNOR NF E 48-690 and 48-691; EATON VICKERS M-2950-S

HIDRAULIK DHV are superior multigrade mineral 
hydraulic oils with a high viscosity index, widely 
applied in mobile hydraulics and systems which 
operate in the open and are exposed to wide 
temperature fluctuations (construction industry, 
shipping, mining, etc.). Thanks to their high thermal 
stability and excellent temperature-viscosity 
features, they are recommended for use at ambient 
temperatures from -40 to +50°C, and operating 
temperatures of up to 100°C. They are produced in 
viscosity grades ISO VG 10, 15, 22, 32, 46, 68 and 100.

HIDRAULIK DHV

TYPICAL CHARACTERISTICS
HIDRAULIK DHV
ISO VG 10 15 22 32

Appearance Clear liquid

Viscosity (40°C), mm2/s 10 15 22 32

Viscosity index 140 140 140 140

Shear stability, ΔV, %, max. 10 10 10 10

Flash point, °C, min. 125 150 180 200

Pour point, °C, max. -42 -42 -42 -35

Foaming, mL/mL
25/0
50/0
25/0

25/0
50/0
25/0

25/0
50/0
25/0

25/0
50/0
25/0

Rust protection, test A and B pass pass pass pass

Demulsibility to 3mL of emulsion, minutes, max. 30 30 30 30

FZG, pass - - - 10
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TYPICAL CHARACTERISTICS
HIDRAULIK DHV

ISO VG 46 68 100

Appearance Clear liquid

Viscosity (40°C), mm2/s 46 68 100

Viscosity index 140 140 140

Shear stability, ΔV, %, max. 10 10 10

Flash point, °C, min. 210 210 220

Pour point, °C, max. -35 -30 -27

Foaming, mL/mL
25/0
50/0
25/0

25/0
50/0
25/0

25/0
50/0
25/0

Rust protection, test A and B pass pass pass

Demulsibility to 3mL of emulsion, minutes, max. 30 60 60

FZG, pass 10 10 10

PACKAGING: 10L, 200L
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SRPS ISO 6743-4 (HV);
SRPS ISO 11158 (HV);
DIN 51524-3 (HVLP);
AFNOR NF E 48-603 (HV);
CASE POCLAIN P11032-03J

POCLAIN FLUID is a special mineral high-quality 
hydraulic oil intended for mobile hydraulic systems.

POCLAIN FLUID

TYPICAL CHARACTERISTICS
POCLAIN FLUID 

Appearance Clear liquid

Viscosity (40°C), mm2/s 49.0

Viscosity (100°C), mm2/s, min. 8.5

Viscosity index 150

Flash point, °C 200

Pour point, °C -36

PACKAGING: 10L, 200L
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VOITH 3.625-6.052d; 
VOITH 3.90-8; 
MTU 3.3.1;
TURBO COUPLINGS TYPE R, S, TP and T 

GALAX FLUID 125 is a special oil for hydraulic 
couplings with advanced EP features and high 
corrosion protection of ferrous and non-ferrous 
metals. It is used in hydrodynamic transmission 
systems, in all hydrodynamic transmissions, with or 
without gears, regulator couplings, reducers with 
torque converters, and for various other devices 
and couplings.

GALAX FLUID 125

TYPICAL CHARACTERISTICS
GALAX FLUID 125

ISO VG 32

Appearance Clear liquid

Viscosity (40°C), mm2/s 29-35

Viscosity (100°C), mm2/s 5.5

Viscosity index 90

Flash point, °C 210

Pour point, °C -30

Demulsibility to 40/37/3, minutes, max. 30

PACKAGING: 200L
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SRPS ISO 6743-4 (HG); CINCINNATI MACHINE P53 (VG 32);
P47 (VG 68); P50 (VG 220)

EFEKTOL are oils intended for lubricating linear and 
circular guides, horizontal and vertical slideways, 
advancement mandrels and worm gear transmissions 
operating under moderate intermittent loads. The 
general rule for the application of EFEKTOL is that 
viscosity grades VG 32, 46, 68 and 100 are used for 
the lubrication of horizontal slideways, and VG 100, 
150 and 220 for the lubrication of vertical, heavily 
loaded slideways.
EFEKTOL 32 is a light oil used in central systems for 
the lubrication of hydraulic pumps and horizontal 
slideways. This oil is used both as a hydraulic medium 
and as a slideway oil.
EFEKTOL 68 is an oil for the lubrication of horizontal 

slideways of machine tools, and for the lubrication of grinders of the KIKINDA Iron 
and Tempera Foundry.
EFEKTOL 220 is a heavy oil for the lubrication of vertical slideways of machine 
tools. The presence of adhesion additives prevents dripping, so it is used for 
lubricating vertical slideways.

 SLIDEWAY OILS

TYPICAL CHARACTERISTICS
EFEKTOL

ISO VG 32 46 68 100 150 220

Appearance Clear liquid

Viscosity (40°C), mm2/s 32 46 68 100 150 220

Viscosity index 95 95 95 95 90 90

Flash point, °C, min. 190 200 210 210 220 225

Pour point, °C, max. -15 -15 -10 -10 -10 -10

PACKAGING: 10L, 200L

EFEKTOL
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EFEKTOL 68P

SRPS ISO 6743-4 (HG);
SRPS ISO 11158 (HG);
SRPS ISO 6743-13 (GA);
ISO 19378 (GA);
Cincinnati Machine P47

EFEKTOL 68P is a mineral oil for lubricating 
slideways, guides, advancement mandrels and 
worm gear transmissions which operate under 
moderate intermittent loads. It has high oxidation 
and thermal stability, excellent lubricity and improved 
adhesiveness; it provides effective protection against 
rust and corrosion, prevent stick-slip effects and 
readily separates from water.

TYPICAL CHARACTERISTICS
EFEKTOL 68P

ISO VG 68

Appearance Clear liquid

Density (15°C), kg/m3 880

Viscosity (40°C), mm2/s 68.0

Viscosity index 95

Flash point, °C 200

Pour point, °C -10

FZG, pass 10

Demulsibility, (43/37/0) at 54°C, minutes 30

PACKAGING: 200L
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SRPS ISO 6743-1 (L-AC); 
PS 04.01.13

GALAX TESTEROL is a mineral oil for lubricating the 
chains of motor saws of all types. It is manufactured 
from mineral base oils, with functional additives that 
protect the chains of motor saws from wear, rust 
and corrosion. It is not used for lubricating chainsaw 
motors. Oils from the GALAX DITAKTOL range (Ultra, 
Ultra Sint) are intended for that purpose.

 OILS FOR MOTOR SAW CHAINS

TYPICAL CHARACTERISTICS
GALAX TESTEROL   

Appearance Clear liquid

Density (15°C), kg/m3 880

Viscosity (40°C), mm2/s 87

Viscosity index 80

Flash point, °C 250

Pour point, °C -18

PACKAGING: 1L, 4L, 10L, 200L

GALAX TESTEROL
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SRPS ISO 6743-3 (DRA);
DIN 51503-1 (KAA and KC);
BS 2626

KOMPRESOL RN are mineral compressor oils 
with a medium viscosity index. Made of closely 
cut fractions of solvent refined naphthenic 
mineral oils with low pour point. Used in industrial 
cooling devices which use ammonia or halogen 
hydrocarbons as the cooling medium.

 COMPRESSOR OILS
 OILS FOR REFRIGERATION COMPRESSORS

TYPICAL CHARACTERISTICS
KOMPRESOL RN

ISO VG 32 46 68

Appearance Clear liquid

Viscosity (40°C), mm2/s 32 46 68

Flash point, °C, min. 175 185 190

Pour point, °C -40 -36 -34

PACKAGING: 10L, 200L

KOMPRESOL RN 
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ISO 6743-3
DIN 51506 (VDL)

KOMPRESOL V are ash-free mineral oils for lubricating 
piston and rotating air compressors, with outlet 
air temperature of up to 220°C. Made from deeply 
refined mineral oils with low coke residue, with 
efficient oxidation and rust inhibitors.

 OILS FOR AIR COMPRESSORS

TYPICAL CHARACTERISTICS
KOMPRESOL V

ISO VG 32 46 68 100 150 220 320

Appearance Clear liquid

Viscosity (40°C), mm2/s 32 46 68 100 150 220 320

Viscosity index 95 95 95 95 95 93 91

Flash point, °C 190 200 210 210 210 220 240

Pour point, °C, max. -12 -12 -9 -9 -6 -6 -6

PACKAGING: 10L, 200L

KOMPRESOL V
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NO OFFICIAL SPECIFICATIONS

GALAX GEO is an ash-free mineral oil for lubricating 
most types of two-stroke engines (turbocharged and 
naturally aspirated) which use natural gas as fuel. 
Also recommended for some moderately loaded 
four-stroke gas engines, such as: Cat 398TA, 399TA, 
3412TA, Waukesha VGF and Dresser Rand 412 KVS. 
Provides excellent protection against deposits, wear, 
oxidation and nitration of the oil. It can also be used 
for lubricating gas compressors which transport 
natural gas, and which are integrated into the 
system with the gas engine, when the manufacturer 
prescribes the oil of the quality here specified.

 OILS FOR INDUSTRIAL GAS ENGINES

TYPICAL CHARACTERISTICS
GALAX GEO

SAE grade SAE 30 SAE 40

Appearance Clear liquid

Viscosity (100°C), mm2/s 10.6 13.6

Viscosity index 98 95

Flash point, °C 240 260

Pour point, °C -20 -18

TBN, mg KOH/g 2.3 2.3

Sulphated ash, % <0.01 <0.01

PACKAGING: 200L

GALAX GEO
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API CF

GALAX GEO LA is a low-ash mineral oil of API CF 
quality level, intended for lubricating industrial 
engines which use natural gas as fuel. It provides 
excellent protection against deposits, wear, oxidation 
and nitration of oil. The lubricant contains less 
than 300 ppm of phosphorous, thus meeting the 
strict requirement of catalyst manufacturers. It is 
recommended for lubricating four-stroke industrial 
gas engines (turbocharged and naturally aspirated), 
of the majority of leading world manufacturers: 
Caterpillar (all series, Ruston, Perkins) Waukesha 
(Cogeneration), Wartsilla, Jehnbacher, MWM Deutz, 
MDE Decentrale Energiesysteme, MAN & BW, 
Guascor, Dresser-Rang category II and III, Rolls Royce 
(former Ulstein Bergen) and others. It is also used for 
lubricating gas compressors which transport natural 

gas, and which are integrated into the system with the gas engine, when the 
manufacturer prescribes the oil of the quality here specified.

TYPICAL CHARACTERISTICS
GALAX GEO LA

SAE grade SAE 30 SAE 40

Appearance Clear liquid

Viscosity (100°C), mm2/s 11 14.5

Viscosity index 100 95

Flash point, °C 240 260

Pour point, °C -23 -18

TBN, mg KOH/g 5.2 5.2

Sulphated ash, % 0.48 0.48

PACKAGING: 200L

GALAX GEO LA



96

SRPS ISO 6743-6 (CKC/CKD); SRPS ISO 12925-1(CKC/CKD); 
AISE/USS 224; DIN 51517-3 (CLP); AGMA 9005-E02 (EP); 
DAVID BROWN S1.53.101; CINCINNATI MACHINE EP Gear Oils

KOMPAUND ASP are premium-quality EP mineral oils. 
They are intended for lubricating enclosed industrial 
gears operating under extreme pressure (>500Mpa) 
and impact loads, in the range of stabilized 
temperatures from -16°C to 120°C. Recommended for 
lubricating industrial gears with all types of serrations, 
including worm gears and heavily loaded bearings.
KOMPAUND ASP is produced with extremely low 
chlorine content, which eliminates the emission of 
mercaptanes and similar compounds.

 GEAR OILS

KOMPAUND ASP

TYPICAL CHARACTERISTICS
KOMPAUND ASP 
ISO VG 68 100 150 220 320 460 680 1000
Appearance Clear liquid

Viscosity (40°C), mm2/s 68 100 150 220 320 460 680 1000

Viscosity index 95 95 95 90 90 90 90 90

Flash point, °C, min. 205 205 235 235 235 235 235 235

Pour point, °C -25 -20 -18 -15 -12 -10 -9 -9

Foaming, mL/mL None
Demulsibility, 
water, mL, max.
emulsion, mL, max.

80
1.0

Rust protection, test B Pass

Cu corrosion, 3h/100°C 1

FZG, pass 12

PACKAGING: 10L, 200L
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SRPS ISO 6743/12; 
ISO L-QC; 
DIN 51522

GALAX TERM is a heat transmission oil produced in 
two viscosity grades: ISO VG 32 and VG 100. It is used 
in closed heating systems with or without circulation, 
within a temperature range of -10°C to 320°C.

 HEAT TRANSFER OILS

GALAX TERM

TYPICAL CHARACTERISTICS
GALAX TERM

ISO VG 32 100

Appearance Clear liquid

Density, (15°C), g/cm3 870 885

Viscosity index 95 95

Viscosity (40°C), mm²/s 32  100

Flash point, °C 200 225

Water, % None

PACKAGING: 10L, 200L
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TYPICAL CHARACTERISTICS
SPECIAL FLUID PG-35

Appearance Colorless liquid

Density (20°C), g/cm3 1.05

Freezing point, °C -35

Boiling point, °C 107

pH value 9

Glassware corrosion Pass

PACKAGING: 220KG

SPECIAL FLUID PG-35 is a propylene-glycol 
heat transfer agent. It is used in many industrial 
applications, where good thermal conductivity, high 
specific heat, resistance to fire, compatibility with 
materials and very low toxicity is important. It does 
not contain amines, phosphates, silicates, nitrates and 
nitrites, which contributes to a safer environment.

SPECIAL FLUID PG-35
 COOLANT LIQUIDS FOR THE FOOD INDUSTRY
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METALWORKING FLUIDS

EMULSIFYING AND WATER-SOLUBLE AGENTS

NEAT CUTTING OILS

AGENTS FOR THE HEAT TREATMENT OF METALS
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SRPS ISO 6743-7;
ISO L-MAD;
DB 6767;
FIAT St. 56380

UBA 5 is a high-quality emulsifying oil which forms 
emulsions with water. It is used for machining steel, 
grey cast, light and non-ferrous metals. It is applied 
in concentrations from 3 to 6%, depending on the 
type of operation and on the material that is being 
processed.

 EMULSIFYING AND WATER-SOLUBLE AGENTS
 MINERAL EMULSIFYING OILS

TYPICAL CHARACTERISTICS
UBA 5

Appearance Clear liquid

Oil content >60%

Stability, 24h (4% emulsion) Stable, milky white

pH value (4% emulsion) 9

Herbert test (4% emulsion) 0/0-0

Cu strip, 3h, 50°C (4% emulsion) 1a

PACKAGING: 10L, 200L

UBA 5
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SRPS ISO 6743-7;
ISO L-MAF;
DB 6732

UBA BIOSINT is a concentrate for a semi-synthetic 
bio-stable emulsion. It is used in all operations in the 
treatment of steel and non-ferrous metals (except for 
aluminum and its alloys). Applied in concentrations 
between 3.0% and 6.0%, depending on the type of 
treatment and material.

TYPICAL CHARACTERISTICS
UBA BIOSINT

Appearance Clear liquid

Appearance (2% emulsion) Transparent and opalescent

Stability, 24h (2% emulsion) Stable

pH value (2% emulsion) 9

Herbert test (2% emulsion) 0/0-0

Cu strip, 3h, 50°C (2% emulsion) 1a

PACKAGING: 10L, 200L

 SEMI SYNTHETIC EMULSIFYING AGENTS

UBA BIOSINT
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SRPS ISO 6743-7;
ISO L-MAG; DB 6731

ANTOLIN B is a synthetic water-soluble 
metalworking agent, without nitrites. It is used in 
the machining of steel, ferrous and non-ferrous 
metals, in conditions of medium resistance and 
cutting temperatures. Applied in concentrations 
from 2.5% to 6.0%, depending on the type of 
operation and material.

 SYNTHETIC WATER SOLUBLE AGENTS

TYPICAL CHARACTERISTICS
ANTOLIN B

Appearance Clear liquid

Appearance (2% solution) Transparent solution

Stability, 24h (2% solution) Stable

pH value (2% solution) 9

Herbert test (2% solution) 0/0-0

Cu strip, 3h, 50°C (2% solution) 1a

PACKAGING: 10L, 200L

ANTOLIN B
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BRUSOGRIND

SRPS ISO 6743-7;
ISO L-MAG; DB 6735

BRUSOGRIND is a synthetic water-soluble agent 
based on nitrites. It is used in grinding operations 
on metals. It is applied in concentrations from 2.0% 
to 5.0%, depending on the type of operation and 
material.

TYPICAL CHARACTERISTICS
BRUSOGRIND

Appearance Clear liquid

pH value (2% solution) 9

Foaming (10% solution) Does not foam

Herbert test (2% solution) 0/0-0

Cu strip, 3h, 50°C (2% solution) 1a

PACKAGING: 10L, 200KG
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TABLE OF IMPLEMENTATION OF SYNTHETIC AGENTS

Material
Operation

Low-alloy steel High-alloy steel Non-ferrous 
metals

BRUSOGRIND ANTOLIN B

Turning - 4 – 6% 4 – 6%

Cutting - 4 – 6% 4 – 6%

Drilling - 4 – 6% 4 – 6%

Milling - 4 – 6% 4 – 6%

Thread cutting - 4 – 6% 4 – 6%

Reaming - 4 – 6% 4 – 6%

Grinding 2.5 – 3.5% 2.5 – 3.5% 2.5 – 3.5%
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BIOCID RNB is a bactericide and fungicide with a 
broad spectrum of effectiveness. It is used for the 
disinfection of machines, tanks and centralized 
systems in concentrations between 0.5% and 1.0%. 
After disinfection, machines and systems need to 
be washed out with water. It serves as bactericide 
in concentrations between 0.2% and 0.5%, added 
directly into the operating emulsion.

BIOCID RNB
 SYSTEM DISINFECTANTS AND CLEANERS

TYPICAL CHARACTERISTICS
BIOCID RNB

Appearance Clear liquid

Density, (20°C), kg/m3 110

pH (1% solution) 10

PACKAGING: 10L, 200L
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SRPS ISO 6743-7
ISO L-MHE

REZOL EN is from the group of inactive cutting oils. 
It is a new generation of environmentally friendly 
inactive cutting oils, which do not contain chlorinated 
paraffins. Compared to conventional ones, these 
cutting oils demonstrate more efficiency in operations. 
Available in viscosity grades: ISO VG 10, 15, 22, 32, 46.

REZOL EN
 NEAT CUTTING OILS

TYPICAL CHARACTERISTICS
REZOL EN

ISO VG 10 15 22 32 46

Appearance Clear liquid

Viscosity, (40°C), mm2/s 10 15 22 32 46

Flash point, °C 110 130 160 180 200

Weld load, kg 200 200 200 200 200

Cu strip, 3h, 100°C 1a 1a 1a 1a 1a

PACKAGING: 10L, 200L
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REZOL REA

SRPS ISO 6743-7;
ISO L-MHF

REZOL REA is a new generation of environmentally 
friendly active cutting oils, which do not contain 
chlorinated paraffins. Compared to conventional ones, 
these cutting oils demonstrate more efficiency in 
operations. Available in viscosity grades: ISO VG 10, 15, 
22, 32, 46.

TYPICAL CHARACTERISTICS
REZOL REA

ISO VG 10 15 22 32 46

Appearance Clear liquid

Viscosity, (40°C), mm2/s 10 15 22 32 46

Flash point, °C 110 130 160 180 200

Weld load, kg 350 350 350 350 350

Cu strip, 3h, 100°C 4c 4c 4c 4c 4c

PACKAGING: 10L, 200L
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SRPS ISO 6743-14;
ISO L-U;
FIAT St.56574

UTO EXTRA are high-quality quenching oils, for use 
in open and closed systems. Available in the following 
viscosity grades: ISO VG 22, 32, 46, 55.

TYPICAL CHARACTERISTICS
UTO EXTRA

ISO VG 22 32 46 55

Appearance Clear liquid

Viscosity, (40°C), mm2/s 22 32 46 55

Flash point, °C 190 200 200 200

Conradson carbon, % 0.5 0.5 0.5 0.5

Acid number, mg KOH/g 0.15 0.15 0.15 0.15

PACKAGING: 10L, 200L

 QUENCHING OILS

UTO EXTRA
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SRPS ISO 6743-14;
ISO L-U;
FIAT St.56574

UTO EXTRA E are high-quality quenching oils. 
Available in the following viscosity grades: ISO VG 
22, 32, 46, 55. They are used in operations where 
quenched elements have to be washed off with water.

TYPICAL CHARACTERISTICS
UTO EXTRA E

ISO VG 22 32 46 55

Appearance Clear liquid

Viscosity, (40°C), mm2/s 22 32 46 55

Flash point, °C 190 200 200 200

Conradson carbon, % 0.5 0.5 0.5 0.5

Acid number, mg KOH/g 0.15 0.15 0.15 0.15

PACKAGING: 10L, 200L

UTO EXTRA E





AGENTS FOR TEMPORARY 
CORROSION PROTECTION

Anti corrosion oils
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INTERNAL SPECIFICATION

PROTEKTOL A is a very light anti-corrosion oil, made 
from mineral base oil and anti-corrosion additives. 
It is particularly suitable for the protection of fuel 
distribution systems, lines and tanks, and for the 
calibration and protection of BOSCH pumps. Apply on 
a clear and dry surface, by pouring, dipping, washing, 
spraying or brushing.
Classified as Class II flammable liquid (SRPS Z.C0 
007), hazard class Fx II B Fu, so it is necessary to 
implement all the required measures for handling 
flammable materials.

TYPICAL CHARACTERISTICS
PROTEKTOL A

Appearance Clear liquid

Density (20°C), kg/m3 870

Viscosity (20°C), mm2/s 6.5

Flash point, °C, min. 55

PACKAGING: 200L

PROTEKTOL A
 ANTI CORROSION OILS
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SNO 2139

PROTEKTOL 3001 N is a medium general purpose 
anti-corrosion oil, particularly suitable for the 
protection of firearms and similar mechanisms. 
It is suitable for protecting and lubricating other 
mechanisms where the mobility of components is 
important at low temperatures.

TYPICAL CHARACTERISTICS
PROTEKTOL 3001 N

Appearance Clear dark liquid

Density (20°C), kg/m3 900

Flash point, °C, min. 120

Viscosity (20°C), mm2/s 30

Pour point, °C, min. - 35

PACKAGING: 10L, 200L

PROTEKTOL 3001 N
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INTERNAL SPECIFICATION

OPERATOL DW is a light anti-corrosion oil for 
the inter-operation protection of metal parts and 
assemblies in industry. Besides the specific anti-
corrosion additives for inter-operation protection, 
it also contains agents for displacing water from 
metal surfaces.

TYPICAL CHARACTERISTICS
OPERATOL DW

Appearance Clear liquid

Density (20°C), kg/m3 Report

Flash point, °C, min. 90

PACKAGING: 200L

OPERATOL DW
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LUBRICATING GREASES

Lithium greases

Aluminium-complex greases
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SRPS/ISO 6743/9; ISO L-XCCDA; 
SRPS B.H3.634; ZASTAVA 955580 class I grease I

LUMA is a lithium multipurpose grease. It is used for 
the lubrication of sliding and rolling bearings and other 
moving machine assemblies, at operating temperatures 
ranging from -30°C to 120°C. It is widely applied in 
various industrial plants and mechanisms, motor vehicles, 
agricultural and construction machinery.
LUMA 0 and LUMA 1 greases are suitable for central 
lubrication systems. Particularly convenient for use at low 
temperatures
LUMA 2 and LUMA 3 are suitable for lubrication 
in conditions of lower operating speeds, elevated 
temperatures and high loads.

 LITHIUM GREASES

TYPICAL CHARACTERISTICS
LUMA 0 1 2 3

NLGI grade 0 1 2 3

Appearance Green grease

Dropping point, °C 165 175 180 185

Water washout:  37.8 °C
                            79.4 °C

15
25

10
20

5
15

3
10

Oxidation stability, kPa 34.3

PACKAGING: 0.6KG (NLGI 2), 4KG (NLGI 2), 15KG (NLGI 1, 2, 3), 170KG (NLGI 0, 1, 2, 3)

LUMA
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SRPS/ISO 6743/0; ISO L-XCCEB; SRPS B.H3.624

LUMA EP is a lithium multipurpose grease with 
EP additives. It is used for the lubrication of 
sliding and rolling bearings and other moving 
machine assemblies, at operating temperatures 
ranging from -30°C to 120°C, operating under high 
pressure and loads.
LUMA 0 and LUMA 1 greases are suitable for 
central lubrication systems. Particularly convenient 
for use at low temperatures.
LUMA 2 and LUMA 3 are suitable for the 
lubrication of all heavily loaded parts of 
machines and assemblies in industrial plants, in 
transportation systems and mechanization.

LUMA EP

TYPICAL CHARACTERISTICS
LUMA EP 0 1 2 3

NLGI grade 0 1 2 3

Appearance Dark yellow grease

Dropping point, °C 165 175 180 185

Water washout:  37.8 °C
                             79.4 °C

15
25

10
20

5
15

3
10

Oxidation stability, kPa 34.3

Wear, mm 0.5

Weld point, N 3000

PACKAGING: 0.6KG (NLGI 2), 4KG (NLGI 2), 15KG (NLGI 1, 2, 3), 170KG (NLGI 0, 1, 2, 3)
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ISO L-XCCEB; SRPS B.H3.624

LUMA NANO EP is a lithium multipurpose grease 
with EP additives. It is used for the lubrication 
of sliding and rolling bearings and other moving 
machine assemblies, at operating temperatures 
ranging from -30°C to 120°C, operating under high 
pressure and loads.
LUMA NANO EP 0 and LUMA NANO EP 1 greases 
are suitable for central lubrication systems. 
Particularly convenient for use at low temperatures.
LUMA NANO EP 2 and LUMA NANO EP 3 are 
suitable for the lubrication of all heavily loaded parts 
of machines and assemblies in industrial plants, in 
transportation systems and mechanization.

TYPICAL CHARACTERISTICS
LUMA NANO EP 0 1 2 3

NLGI grade 0 1 2 3

Appearance Dark grease

Dropping point, °C 165 175 180 185

Water washout:  37.8 °C
                            79.4 °C

15
25

10
20

5
15

3
10

Oxidation stability, kPa 34.3

Wear, mm 0.6

Weld point, N 4500

PACKAGING: 0.6KG (NLGI 2), 4KG (NLGI 2), 15KG (NLGI 1, 2, 3), 170KG (NLGI 0, 1, 2, 3)

LUMA NANO EP
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SRPS ISO 6743/0; ISO L-XCCDA 2; DBL 680400

LUMA 2M is a lithium multipurpose grease with 
added colloidal molybden-disulphide. It is used for 
the lubrication of sliding and rolling bearings and 
other moving machine assemblies, at operating 
temperatures ranging from -30°C to 120°C. It can 
operate in short intervals at temperatures reaching 
170°C. It is particularly suitable for lubricating 
assemblies operating in conditions of high slide 
friction.

TYPICAL CHARACTERISTICS
LUMA 2M

NLGI grade 2

Appearance Dark grease

Dropping point, °C 170

Weld point, N 2200

PACKAGING: 15KG, 170KG

LUMA 2M
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SRPS ISO 6743/0;
ISO L-XCCEB2;
SRPS B.H3.666;
ZASTAVA 955580 (class II)

LUMA 2M/EP is a lithium multipurpose grease with 
EP, anti-oxidation and anti-corrosion additives. 
It is used for the lubrication of sliding and rolling 
bearings and other moving machine assemblies, at 
operating temperatures ranging from -30°C to 120°C. 
It is particularly suitable for lubricating assemblies 
operating under great friction, and for elements of the 
steering system (connecting rods), propulsion shafts 
and constant-velocity joints of motor vehicles.

TYPICAL CHARACTERISTICS
LUMA 2M/EP

NLGI grade 2

Appearance Dark grease

Dropping point, °C 180

Weld point, N 3550

PACKAGING: 15KG, 170KG

LUMA 2M/EP
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SRPS/ISO 6743/0;
ISO L-XCFHA

ALKOMA is an aluminum complex grease with anti-
oxidation and anti-corrosion additives. It is used for 
the lubrication of sliding and rolling bearings and 
medium loaded machine assemblies, at operating 
temperatures ranging from -30°C to 140°C. 
Particularly suitable for use in the presence of water 
of steam. Due to outstanding durability, it is used for 
the permanent lubrication of bearings, i.e. one filling 
lubricates the bearing throughout its life cycle.

 ALUMINIUM COMPLEX GREASES

TYPICAL CHARACTERISTICS
ALKOMA 0 1 2 3

NLGI grade 0 1 2 3

Appearance Yellow grease

Oxidation stability, kPa 29

Dropping point, °C 200 210 220 220

Worked penetration, % 7 8 10 12

PACKAGING: 0.6KG (NLGI 2), 4KG (NLGI 2), 15KG (NLGI 1, 2, 3), 170KG (NLGI 0, 1, 2, 3)

ALKOMA
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SRPS/ISO 6743/0; ISO L-XCFHB;
ZASTAVA 9.55580 class I grease I

ALKOMA EP is an aluminum complex grease with 
anti-oxidation and anti-corrosion additives that extend 
its operating life. it is particularly suitable for higher 
temperatures and is outstandingly durable. It is used 
for the lubrication of sliding and rolling bearings and 
machine assemblies which operate under extremely 
high pressure and impact loads, at temperatures 
ranging from -30°C to 140°C. Particularly suitable 
for use in the presence of water of steam. Due to 
outstanding durability, it is used for the permanent 
lubrication of bearings, i.e. one filling lubricates the 
bearing throughout its life cycle.

TYPICAL CHARACTERISTICS
ALKOMA EP 0 1 2 3

NLGI grade 0 1 2 3

Appearance Dark Yellow grease

Oxidation stability, kPa 29

Dropping point, °C 200 210 220 220

Worked penetration, % 7 8 10 12

Weld point, N 2900

Wear, mm 0.80

PACKAGING: 0.6KG (NLGI 2), 4KG (NLGI 2), 15KG (NLGI 1, 2, 3), 170KG (NLGI 0, 1, 2, 3)

ALKOMA EP
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SRPS/ISO 6743/0,
ISO L-XCEEB, internal specifiation

ALKOSTIK is a high-temperature adhesive lubricant 
based on an aluminium-complex grease. It is used for 
lubricating open reducers and large-diameter gears 
operating at small rotational speeds, at temperatures 
ranging from -30°C to 160°C. They are used to 
lubricate assemblies of rotating kilns, cement mills, 
rotating transporters, etc. Besides this, it shows 
excellent results in lubricating steel cables and chains 
at elevated temperatures and in the presence of 
moisture, sea water and impurities.

TYPICAL CHARACTERISTICS
ALKOSTIK 100 200 300 400

NLGI grade 0 1 2 3

Appearance Black grease

Graphite content, % 19

Dropping point, °C 120 130 140 150

Weld point, N 400

PACKAGING: 15KG (ALKOSTIK 100, 400), 170 KG

ALKOSTIK





SPECIAL ADDITIVES

Engine oil additive

Additive for industrial and automotive gears



GALAX NANO PLUS is an engine oil additive which 
extends the life of the engine oil and significantly 
reduces wear and friction in the engine. It is based on 
unique nano particles of tungsten-disulphide (WS2), 
suspended in SN-500 mineral oil. It can be used with 
mineral, semi-synthetic and synthetic engine oils. 
Recommended quantity is 250mL to 4-5L of engine 
oil. It is suitable for four-stroke internal combustion 
engines, diesel and gas engines. Not recommended 
for two-stroke engines.

TYPICAL CHARACTERISTICS
GALAX NANO PLUS 

Appearance Dark brown mixture

Viscosity (100°C), mm2/s 10-12

Viscosity index 95

Flash point, °C 220

Pour point, °C -7

PACKAGING: 0.25L
130

GALAX NANO PLUS 
 ENGINE OIL ADDITIVE



GALAX NANO ADD as an additive for oils used 
in heavy machinery. Based on nano-particles of 
tungsten-disulphide suspended in mineral oil. 
It can be used with mineral, semi-synthetic and 
synthetic oils. Depending on operating conditions, 
the recommended treat rate ranges from 5% to 16% 
of the additive in the oil. It is used for automotive 
and industrial gears, manual gearboxes, front and 
rear differentials, reducer assemblies and drive 
mechanisms.

TYPICAL CHARACTERISTICS
GALAX NANO ADD

Appearance Dark brown mixture

Density, 15°C, kg/m3 1050 - 1400

Viscosity (40°C), mm2/s 470 - 510

Flash point, °C 215

PACKAGING: 1L
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OTHER PRODUCTS

Products for the construction industry

Railway switch oils
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SRPS ISO 6743/1; ISO L-AY

GALAX SKRETOL is intended for lubricating railway 
switch plates. It is available in ISO grades VG 32 and 
VG 100. GALAX SKRETOL 32 is used during winter 
and GALAX SKRETOL 100 during summer operations.

GALAX SKRETOL

TYPICAL CHARACTERISTICS
GALAX SKRETOL

ISO VG 32 100

Appearance Clear liquid

Density, 15°C), kg/m3, 875 880

Viscosity (40°C), mm²/s 32 100

Pour point, °C -33 -15

Flash point, °C 210 230

PACKAGING: 10L, 200L

 RAILWAY SWITCH OIL
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GALAX KALUPOL 

PS 8271

GALAX KALUPOL is a special mineral-based oil for 
lubricating casting molds for concrete and in the 
construction industry.

TYPICAL CHARACTERISTICS
GALAX KALUPOL

ISO VG 30 SRR 100

Appearance Clear liquid Dark liquid Clear liquid

Viscosity (40°C), mm²/s 30 - 32 55 - 65 92 - 104

Pour point, °C -9 -20 -10

Flash point, °C 215 220 230

PACKAGING: 10L, 200L

 PRODUCTS FOR THE CONSTRUCTION INDUSTRY
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 MAP OF RETAIL OUTLETS
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More than eighty years of the brand’s existence and 

uninterrupted confidence has established us as a reliable 

partner and a safe choice in purchase:

 adjustable to the clients’ requirements

 competitive on the market

 UNSTOPPABLE.





Rafinerija nafte a.d. Beograd

Pančevački put 83, 11210 Belgrade

Website: www.rnb.rs

E-mail: office@rnb.rs

Telephone switchboard: +381 11 2711 433, 

Fax: +381 11 2711 257;

Development: ext. 109, Finance: ext. 272, 

Procurement: ext. 272,

Laboratory: ext. 256. 

Sales: + 381 112711 875, +381 11 2711 490; Fax: +381 11 2710 718

Marketing: +381 11 2711 789
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